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Figure 49. City of Lafayette Combined Sewer Overflow Long-term Control plan 
Phase I and II projects. 
 
2.12 Watershed Summary: Parameter Relationships 
Several relationships among watershed parameters become apparent when watershed-wide 
data are examined. These relationships are discussed here in general, while specific 
subwatershed related relationships are discussed in more detail in subsequent sections. 
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2.12.1 Soils, Topography, and Land Forms 
Geology throughout the Region of the Great Bend of the Wabash River watershed is 
relatively uniform with two exceptions. The first is the Wea Plain. The Wea Plain is located 
near the center of the watershed and includes a large deposit of sand over loam. This 
unique land form causes water to flow mostly as groundwater towards the Wabash River. 
Only one surface stream dissects the plain. This feature also creates unique topography 
within the watershed. Much of the watershed contains relatively shallow slopes down 
towards the Wabash River. Within the Wea Plain, the slope is negligible creating a high 
quality agricultural production area. 
 
Shale and sandstone located adjacent to the Wabash River in Fountain and Warren counties 
also creates a unique geological feature which affects both the region’s topography and soil 
type. The steep slopes observed adjacent to the shale out-croppings generate relatively thin 
surface soils which are easily erodible. This landform creates the high percentage of highly 
erodible and potentially highly erodible soils which dominate in the Turkey Run-Wabash 
River and Kickapoo Creek subwatersheds. The land form and soils present within these 
subwatersheds create limited row crop agricultural areas leading to the use of the relatively 
undeveloped land for pastures and hay production. The preponderance of animal 
operations, both regulated and small farms supports the limited productivity present on thin 
soils located on steep slopes. 
 
Any water quality improvements required in these areas of the watershed will need to target 
the unique soils, topography, and land uses associated with the Wea Plains and the 
shale/sandstone dominated subwatersheds in Fountain and Warren counties. 
 
2.12.2 Development and Population Centers 
Much of the watershed’s population is located within the Greater Lafayette area which 
covers the Cedar Creek-Wabash River, Elliot Ditch, and portions of the Burnett Creek, Wea 
Creek, Indian Creek, and Jordan Creek-Lost Creek subwatersheds. Areas north/northwest of 
West Lafayette, south/southeast of Lafayette, and west of Battle Ground are home to a 
majority of recent development pressures. These same watersheds contain the highest 
impervious surface densities, highest number of NPDES-regulated facilities, and are home to 
the most urban development issues including brownfields, leaking underground storage 
tanks (LUST), industrial waste sites, and the watershed’s only superfund site. The 
concentration of urban pollution issues suggests that within these areas, urban solutions are 
required to control water quality pollution and improve conditions within the Wabash River 
and its urban/urbanizing tributaries. Combined sewer overflow, stormwater, and low impact 
development based management practices will be required in these areas. 
 
2.12.3 High Quality Habitat, ETR Species, and Recreational Opportunities 
The preponderance of publicly-owned land located within Lafayette-West Lafayette and 
along the urban and suburban corridor of the Wabash River coupled with the variety of high 
quality habitats and endangered, threatened, and rare species in these areas creates a 
unique management opportunity in the watershed. Publicly-owned land that is routinely 
visited by watershed stakeholders provides a great opportunity to positively impact water 
quality. These areas could serve as demonstration sites which will allow stakeholders to 
view management options before enacting them on their own property. Stakeholder’s love 
for these areas, willingness to protect high quality species and habitat, and their desire to 
positively impact water quality and the environment will increase the opportunity present in 
the watershed to improve water quality. Additionally, as many of these unique habitats are 
already protected through land trust and public ownership, the ability to positively impact 
these species is high within the Region of the Great Bend of the Wabash River watershed. 
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3.0 WATERSHED INVENTORY II-A: WATER QUALITY AND WATERSHED 
ASSESSMENT 
In order to better understand the watershed, an inventory and assessment of the watershed 
and existing water quality studies conducted within the watershed is necessary. Examining 
previous efforts allowed the project participants to determine if sufficient data was available 
or if additional data needed to be collected in order to characterize water quality problems. 
Once the water quality data assessment occurred, the watershed was then characterized to 
determine potential sources of any water quality issues identified by the data review. 
Subsequently, pollutant sources could then be tied to stakeholder concerns and collected 
data could be used to estimate pollutant loads from each identified source location. The 
following sections detail the water quality and watershed assessment efforts on both the 
broad, watershed-wide scale and in a focused manner looking at each subwatershed within 
the Region of the Great Bend of the Wabash River watershed. 
 
3.1 Water Quality Targets 
Many of the historic water quality assessments occurred using different techniques or goals. 
Several sites were sampled only one time and for a limited number of parameters. 
Monitoring committee members were reluctant to draw too many conclusions based on a 
single sampling event. Nonetheless, the available data are detailed below and compared in 
general with water quality targets. In order to compare the results of these assessments, 
the monitoring committee identified a standard suite of parameters and parameter 
benchmarks.  Table 24 details the selected parameters and the benchmark utilized to 
evaluate collected water quality data.  
 
Table 24. Water quality benchmarks used to assess water quality from historic and 
current water quality assessments. 

Parameter 
Water Quality 

Benchmark 
Source 

Dissolved oxygen >4 mg/L Indiana Administrative Code 
pH <6 or >9 Indiana Administrative Code 

Temperature Monthly standard Indiana Administrative Code 
E. coli <235 colonies/100 mL Indiana Administrative Code 

Nitrate-nitrogen <2.0 mg/L Dodds et al. (1998) 
Total phosphorus <0.08 mg/L Dodds et al. (1998) 
Orthophosphorus <0.05 mg/L Dunne and Leopold (1978) 

Total suspended solids <25 mg/L Waters (1995) 
Turbidity <9.89 NTU USEPA (2001) 

Qualitative Habitat 
Evaluation Index 

>51 points IDEM (2008) 

Index of Biotic Integrity >36 points IDEM (2008) 
Macroinvertebrate Index of 

Biotic Integrity 
>2.2 points IDEM (2008) 

 
3.2 Historic Water Quality Sampling Efforts  
A variety of water quality assessment projects have been completed within the Region of 
the Great Bend of the Wabash River watershed (Figure 50). Statewide assessments and 
listings include the integrated water monitoring assessment, the impaired waterbodies 
assessment, and fish consumption advisories. Additionally, the Indiana Department of 
Environmental Management (IDEM) and Indiana Department of Natural Resources (IDNR) 
have both completed assessments within the watershed. Corridor-wide assessments of the 
fish community along the length of the Wabash River were completed by Depauw University 
and Ball State University. Regional water quality assessments by the Tippecanoe County 
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Soil and Water Conservation District (SWCD), the Tippecanoe County Health Department 
(TCHD), and the Lafayette and West Lafayette wastewater utilities; Purdue University 
professor-led assessments of Little Pine and Indian Creeks and mussel and fish assessments 
throughout the county; and volunteer-based sampling of water quality through the Hoosier 
Riverwatch program and via the Wabash Sampling Blitz all provide additional water quality 
data with which the watershed can be characterized. A summary of each assessment 
methodology and general results are discussed below. Specific data results are detailed 
within subwatershed discussions in subsequent section. 
 
 

 
Figure 50. Historic water quality assessment locations. 
Data used to create this map are detailed in Appendix A. 
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3.2.1 Integrated Water Monitoring Assessment (305(b) Report) 
The Indiana Department of Environmental Management (IDEM) is the primary agency 
tasked with monitoring surface water quality within the state of Indiana. Chapter 305(b) of 
the Clean Water Act requires that the state report on the quality of waterbodies throughout 
the state on a biannual basis. These assessments are known as the Integrated Water 
Monitoring Assessment (IWMA) or the 305(b) Report. The most recently accepted report 
was delivered to the USEPA in 2008 (IDEM, 2008). A draft report for the 303(d) list was 
submitted to the USEPA; however, no changes to the listing occurred within the Region of 
the Great Bend of the Wabash River watershed from the 2008 to the 2010 listings. To 
complete this report, the 305(b) coordinator reviews all data collected by IDEM and selected 
high-quality data collected by other organizations on a waterbody basis. Each assessed 
waterbody is then assigned a water quality rating based on its ability to meet Indiana’s 
water quality standards (WQS). WQS are set at a level to protect Indiana waters’ designated 
uses of swimmable, fishable, and drinkable. Waterbodies that do not meet their designated 
uses are proposed for listing on the impaired waterbodies list, which is discussed in more 
detail below. 
 
The 2008 IWMA indicates that many waterbodies within the watershed have been assessed 
in the past; however, insufficient data is available to determine if these waterbodies are or 
are not meeting their designated uses. These include portions of Burnett Creek, Wea Creek, 
Flint Creek, Elliot Ditch, Loafland Ditch, Romney-Fraley Ditch, Kellerman Lea-Ming Ditch, 
East Branch Wea Creek, Little Wea Creek, Flint Run, Grindstone Creek, Little Flint Creek, 
Little Pine creek, McFarland Ditch, Otterbein Ditch, Armstrong Creek, Peterson Ditch, Turkey 
Run, Opossum Hollow, Kickapoo Creek, and tributaries to the Wabash River, Flint Creek, 
Wea Creek, Indian Creek, and Little Pine Creek. Because of the lack of data, these 
waterbodies were not rated with regard to meeting or not meeting their designated uses. 
Sufficient data has been collected from other waterbodies within the watershed. The 2008 
IWMA identifies known impairments for the Region of the Great Bend of the Wabash River 
watershed including portions of Burnett Creek, Elliot Ditch, Flint Creek, Wea Creek, and the 
Wabash River.  
 
3.2.2 Impaired Waterbodies (303(d) List) 
Waterbodies in the Region of the Great Bend of the Wabash River watershed which are 
included on the Impaired Waterbodies list are detailed in section 2.7.3 above. 
 
3.2.3 Fish Consumption Advisory (FCA) 
Three state agencies collaborate annually to compile the Indiana Fish Consumption Advisory 
(FCA). The Indiana Department of Natural Resources, Indiana Department of Environmental 
Management, and Indiana State Department of Health have worked together since 1972 on 
this effort. Samples are collected through IDEM’s rotating basin assessment for bottom 
feeding, mid-water column feeding, and top feeding fish. Fish tissue samples are then 
analyzed for heavy metals, PCBs, and pesticides. Table 25 details the advisories for the 
Region of the Great Bend of the Wabash River watershed from the 2008 report (ISDH, 
2009). Advisories listings are as follows: 

 Level 3 – limit consumption to one meal per month for adults with pregnant or 
breastfeeding women, women who plan to have children, and children under 15 
consuming zero volume of these fish. 

 Level 4 – limit consumption to one meal every 2 months for adults with women and 
children detailed above having zero consumption. 

 Level 5 – zero consumption or do not eat. 
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Based on these listings, the following conclusions can be drawn: 
 Elliot Ditch and Wea Creek are under a fish consumption advisory along their entire 

length. 
 The Wabash River is under a fish consumption advisory for selected fish of select size 

within the length of the river in Tippecanoe, Warren, and Fountain counties.  
 No carp should be consumed from any waterbody within the watershed. 
 

Table 25. Fish Consumption Advisory listing for the Region of the Great Bend of 
the Wabash River watershed. 

Waterbody Fish Species Fish Size Advisory 

All Carp 
15-20 inches 3 
20-25 inches 4 
25+ inches 5 

Elliot Ditch All All 5 
Wea Creek All All 5 

Wabash River 

Bigmouth buffalo 18+ inches 3 

Blue sucker 
21-26 inches 3 
26+ inches 4 

Carpsuckers 
<13 inches 3 

13-19 inches 4 
19+ inches 5 

Channel catfish <20 inches 3 
 20+ inches 4 

Flathead catfish 21+ inches 3 
Paddlefish 34+ inches 3 

Sauger 13+ inches 3 

Smallmouth buffalo 
21-24 inches 3 
24+ inches 4 

 
3.2.4 Wabash River Total Maximum Daily Load (TMDL) Study 
Water quality data collected from the Wabash River indicated that the Wabash River did not 
consistently comply with the state’s water quality standards. Based on these 
determinations, segments of the Wabash River have been included on the state’s 303(d) list 
since its inception. The 2002 listing included segments of the Wabash River in non-
compliance for pathogens (E. coli and fecal coliform), nutrients, pH, dissolved oxygen, and 
impaired biotic communities. Subsequent lists prepared in 2004, 2006, and 2008 replicate 
these listings. In order to cohesively address impairments, one TMDL was written for the 
entire length of the Wabash River including the 30 miles in Ohio and the 475 miles in 
Indiana and Illinois (Tetra Tech, 2006). Within the Region of the Great Bend of the Wabash 
River watershed, the TMDL addresses nutrient, dissolved oxygen, and E. coli impairments. 
 
Data collected by several agencies was obtained for water quality model development and 
TMDL calculation. The following conclusions were drawn with regards to water quality in the 
Wabash River: 

 Nitrate+nitrite concentrations routinely exceeded the Indiana benchmark (10 mg/L); 
however, median concentrations measured 5 mg/L. Concentrations were generally 
higher in the reach of the Wabash River included in the watershed than those 
observed both up and downstream. 

 Median dissolved oxygen concentrations generally exceeded 8 mg/L with only a few 
stations measuring below the minimum benchmark (4 mg/L). However, several 
stations, including the stations within the watershed routinely exceeded the upper 
benchmark (12 mg/L). 
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 Phosphorus concentrations routinely exceeded the phosphorus benchmark (0.3 
mg/L) used for impaired waterbody listing by the IDEM. 

 Most station impairments resulted from a combination of phosphorus and 
nitrate+nitrite or dissolved oxygen exceedences.  

 
Due to the routine nature of the listings, one TMDL was developed for the entire Wabash 
River. The TMDL was calibrated at six locations along the river where sufficient data was 
available for calculation. The location relevant to the Region of the Great Bend watershed is 
the Wabash River at County Road 700 West in Tippecanoe County. Although this station 
does not include the entire watershed, it contains a majority and is therefore used as the 
base assessment regarding necessary reductions (Figure 51).  Based on the Wabash River 
TMDL, the following conclusions have been drawn: 

 A monthly reduction in E. coli from nonpoint sources from April to October of 87-
88% is needed in the Wabash River upstream of Lafayette and thus upstream of the 
watershed. No reduction in point source generated E. coli is necessary. This percent 
reduction results in a reduction of 719,000,000,000,000 E. coli colonies per day or 
19,700,000,000 colonies per 100 ml per year (TetraTech, 2007). 

 Monthly reductions of total phosphorus from point sources ranging from 46 to 71% 
are needed in the Wabash River upstream of Lafayette; while a 4% reduction from 
nonpoint sources is necessary. This results in an overall reduction of 1 lb of 
phosphorus per day or just less than 359 lb of phosphorus per year. 

 No nitrate reductions are required upstream of Lafayette from either point or 
nonpoint sources. 
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Figure 51. Total phosphorus (TP), nitrate (NO3), and E. coli load reductions 
identified in the Wabash River TMDL for the upstream of Lafayette portion of the 
Wabash River. Source: TetraTech, 2007. 
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3.2.5 IDEM Fixed Station (1990-2009) and Rotational Basin Assessments 
Through IDEM’s fixed station water quality monitoring program, IDEM scientists collect 
water quality samples once per month at 160 stream and river sample sites throughout the 
state. Two sample sites are located on the Wabash River in or near the watershed. These 
sites include one upstream location at State Road 225 (1990 to 2000) then moving 
upstream to Americus (2001 to present) and one located downstream of the urban core at 
County Road 700 West or Granville Bridge. Although the upstream location is upstream of 
the upper end of the Region of the Great Bend of the Wabash River watershed, these data 
provide details as to the quality of water entering the watershed. Based on the fixed station 
sampling data, the following conclusions can be drawn: 

 Total phosphorus concentrations exceeded the recommended criteria during a 
majority of months sampled at both the upstream and downstream locations. 
Samples routinely exceeded 0.3 mg/L resulting in these reaches of the Wabash River 
being listed on Indiana’s impaired waterbodies list. 

 Total Kjeldahl nitrogen and nitrate-nitrogen concentrations routinely exceeded the 
recommended criteria at both the upstream and downstream locations. 

 Total suspended solids concentrations were elevated in a majority of the samples 
collected in both the up and downstream locations. 

 E. coli concentrations varied over time but generally exceeded the state standard at 
both the upstream and downstream locations. 

 
In 1999, 2004, and 2009, IDEM sampled water chemistry at several locations in the Region 
of the Great Bend of the Wabash River via their rotational basin assessment program. 
Sampling occurred in Burnett Creek, Little Pine Creek, Opossum Hollow, Flint Creek, Wea 
Creek, and Wabash River in 1999. In 2004, Burnett Creek and an unnamed tributary to the 
Wabash River were sampled by IDEM. Additionally, IDEM completed a source identification 
effort in the Flint Creek watershed in 2005, which included sampling 10 sites within the Flint 
Creek basin. Additional sampling occurred at three sites, Wea Creek, Opossum Hollow, an 
unnamed Wabash River tributary in Fountain County, and the Wabash River during IDEM’s 
2009 rotational basin monitoring program. A majority of the assessments which occurred 
via the rotational basin program included a single sample event with some assessments 
including up to three sample events. Based on the rotational basin water chemistry 
assessments, the following conclusions can be drawn: 

 E. coli concentrations exceeded the state standard in Burnett Creek, Flint Creek, 
Indian Creek, Kellerman Lea-Ming Ditch, Opossum Hollow, Wea Creek, the Wabash 
River, and two unnamed tributary to the Wabash River during at least one 
assessment. 

 Nitrate-nitrogen concentrations exceeded the recommended criteria and the state 
standard in Burnett Creek, Little Pine Creek, and Opossum Hollow during at least one 
sampling event. Concentrations were elevated in Burnett Creek during a majority of 
the assessments. 

 Total phosphorus concentrations exceeded the recommended criteria in Burnett 
Creek, Flint Creek, Opossum Hollow, Wea Creek, an unnamed tributary to the 
Wabash River, and Little Pine Creek. 

 Turbidity levels and total suspended solids concentrations routinely exceed the state 
standard at IDEM’s fixed station at Granville Bridge (CR 700 W) on the Wabash 
River. Additional exceedances occurred in Burnett Creek, Wea Creek, and an 
unnamed tributary to the Wabash River. 

 Pesticide monitoring in the Wabash River occurred in 1999. Results indicate that 
pesticide concentrations are elevated especially atrazine. Atrazine concentrations 
measured as high as 10 mg/L. 
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IDEM completed biological and habitat assessments at eight sites throughout the watershed 
in 1991, 1999, and 2004. Fish sampling occurred in Burnett Creek, Opossum Hollow, Little 
Pine Creek, Flint Creek, and an unnamed tributary to the Wabash River in 1999 and 2004. 
Macroinvertebrate sampling occurred in the Wabash River, Little Pine Creek, Burnett Creek, 
Wea Creek, Elliot Ditch, and Opossum Hollow in 1991 and 1999. Both fish and 
macroinvertebrate samples were collected and habitat was also assessed using the QHEI. 
Based on these assessments, the following conclusions can be drawn: 

 Habitat within the upstream portion of Burnett Creek rated poorly while downstream 
portions of Burnett Creek contained high quality habitat. The fish community reflects 
the habitat changes along the length of the stream. Habitat in Flint Creek, Little Pine 
Creek, and Opossum Hollow rated well; however, the fish community within each of 
these streams rated as fair.  

 Macroinvertebrate communities rated as severely impaired in Elliot Ditch and the 
Wabash River at Mascouten Park, while Opossum Hollow, Wea Creek, upper reaches 
of Little Pine Creek, and the Wabash River at CR 700 West rated as moderately 
impaired. Burnett Creek, Wea Creek, and downstream reaches of Little Pine Creek 
rated as moderately impaired. As with the fish community assessments, 
macroinvertebrate communities generally reflect the habitat available within each 
reach. This suggests that water quality along the length of each tributary has little 
influence on the biological community whereas habitat impacts the 
macroinvertebrate community greatly. 

 
3.2.6 Wabash River Fishery Assessments: DePauw University (1967-1994) 
Assessment and study of the Wabash River began in 1967. Initial studies focused on 
thermal effects on the fish community near Terre Haute and Cayuga. Research efforts 
extended to longer stretches of the river in 1973 and expanded north to include the river 
from Delphi (RM 330) downstream to Merom (RM 161). Extensive data collected via IDEM’s 
fixed monitoring station network are also reported as part of Gammon’s efforts (Gammon, 
1995). Based on Gammon (1995), the following conclusions have been drawn: 

 The average suspended sediment concentration in the Wabash River in Lafayette 
from 1977-1987 measured 87 mg/L which resulted in 714 tons of suspended 
sediments moving through the river per day. During high flow events, clay particles 
accounted for 68% of suspended sediments, while silt and sand represented 27% 
and 6%, respectively. Based on these data, a reduction in suspended sediments is 
necessary.  

 Mean nutrient concentrations calculated from measurements occurring from 1977-
1987 indicate that nitrate-nitrogen (3.3 mg/L) and phosphate (0.170 mg/L) 
concentrations were elevated and need to be reduced. 

 In Gammon’s 1994 assessment of riparian condition, 50 km of Wabash River bank 
from Lafayette to Attica were examined. Bare banks were observed on 1.9 km, while 
banks with few trees occurred on 2.8 km. These data indicate that in 1994, the 
banks of the Wabash River were relatively well protected. However, areas which 
were denuded likely represent former riparian wetland locations, thus indicating that 
floodplain storage may have been lost due to these conversions. 

 The fish community is affected by inputs from the cities of Lafayette and West 
Lafayette. Declines in the fish community occur between the Wea Creek outlet and 
Granville Bridge as a result of them combined industrial and municipal impacts. 
These effects are limited to a relatively short distance. 

 
3.2.7 Wabash River Fishery Assessment: Ball State University (2001-2008) 
Ball State University continued Jim Gammon’s Wabash River assessment efforts starting in 
2001 and continuing with an annual assessment through present day (Pyron and Lauer, 
2009). The most recently reported effort included assessment of the fish community and 
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field water chemistry in 500 feet reaches throughout the Middle Wabash. Sampling occurred 
along nine reaches within the Region of the Great Bend of the Wabash River watershed. 
Data collected throughout the Middle Wabash indicate relatively similar numbers of 
individuals (115 in 2008; 116.2 average) and numbers of species per collection (2001 to 
2008). Based on these data, the following conclusions can be drawn: 

 pH and dissolved oxygen concentrations were elevated along the Wabash River; 
however, none of the concentrations exceeded the target value. 

 The highest species diversity occurred in the below Lafayette and below Granville 
Bridge sampling reaches with these same reaches containing the highest density.  

 The lowest diversity occurred in the Granville bridge reach while the lowest density 
occurred within the Attica reach. Pyron and Lauer (2004) noted that habitat is likely 
a contributing factor to both high and low densities and diversities. 

 All sites possessed IBI scores which exceeded the score at which IDEM indicates 
streams are not meeting their aquatic life use designation; however, the Granville 
bridge reach only scored one point above the ALUS. Despite its low density and 
diversity, the Attica reach scored the highest IBI (61). 

 
3.2.8 IDNR Fisheries Assessment (1999) 
In July 1999, the Indiana Department of Natural Resources (IDNR) surveyed the length of 
the Wabash River in 48 one-half to one mile segments. Habitat and general chemistry data 
were collected concurrent with the fish community assessment. Four segments were located 
within the watershed; these occurred at Mascouten Park, Fort Ouiatenon, Independence, 
and Attica. During the assessment, between 17 and 36 species and 133 and 225 individuals 
were collected. In total, 117 species were identified during the assessment. Gizzard shad, 
shovelnose sturgeon, and freshwater drum were collected most often in the Fort Ouiatenon 
reach, while gizzard shad, emerald shiner, river carpsucker, and common carp were 
collected in highest numbers in the Mascouten Park reach. Based on these data, the 
following conclusions can be drawn: 

 Habitat may be limited within the Fort Ouiatenon reach. Water clarity was also low 
measuring 14 in the Mascouten Park and Fort Ouiatenon reach and 18 inches at the 
other three reaches. Dissolved oxygen concentrations were elevated measuring 
greater than 11.5 mg/L in each reach.  

 Stefanavage (2007) indicated that distribution of species was most explained by 
individual species biology and its habitat preference rather than any impact from 
upstream dams or water quality impacts. 

 These reaches are home to the only population of shovelnose sturgeon identified 
within the river. 

 
3.2.9 The Nature Conservancy Wabash River Study  
The Nature Conservancy compiled a database of biological, stressor, and threat data for the 
Wabash River and its tributaries (Armitage and Rankin, 2009). The data were then used to 
analyze water quality and fish community information on an 11-digit watershed level. 
Although no new data were collected as part of this study, their analysis methods allow 
conclusions to be drawn which can be used to compare this watershed with others along the 
length of the Wabash River. Based on data collected, the following conclusions can be 
drawn: 

 An ideal habitat (QHEI) score for this portion of the Wabash River based on 1800s 
conditions is 93.5. At that time, habitat would have rated as excellent to near 
maximum scores for most metrics.  

 This segment of the Wabash River was historically home to riffles and represents the 
most downstream reach where riffles occurred. TNC hypothesized that increased 
flashiness, increased peak flows, and modifications in meander patterns occur within 
the Region of the Great Bend of the Wabash River. 
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 The fish community in this reach is generally lacking in sensitive species with 
common carp and freshwater drum dominating the population. 

 Total phosphorus and nitrate-nitrogen concentrations are elevated within both the 
mainstem and tributaries in this reach.  The elevated nutrient concentrations present 
in the tributaries, coupled with the lack of buffers, increased delivery of nutrients via 
drainage systems and tile drains, and degradation of instream habitat due to altered 
hydrology. 

 
3.2.10 Stream Reach Characterization and Evaluation Report (2000, 2004) 
Both the City of West Lafayette and the City of Lafayette were required to complete a 
Stream Reach Characterization Evaluation Report (SRCER) as a component of the cities’ 
Combined Sewer Overflow (CSO) permits. The purpose of the SRCERs was to provide the 
cities with water quality information which assesses the potential impacts of the CSOs on 
water quality and to enable technically sound evaluation and planning. The SRCERs included 
evaluation of historically-collected and current water quality data.  
 
In 2000, Commonwealth Biomonitoring completed a SRCER for the City of West Lafayette 
(Commonwealth Biomonitoring, 2000). Based on the City of West Lafayette’s SRCER, the 
following conclusions have been drawn: 

 Although fish consumption advisories exist for the Wabash River, there is little 
likelihood that PCB or mercury contamination originates from the City of West 
Lafayette’s wastewater treatment plant (WWTP). 

 E. coli concentrations are elevated throughout the Wabash River, including locations 
upstream (Americus) and downstream (Granville Bridge) of West Lafayette. 
Reductions in E. coli concentrations are necessary to meet the river’s designated 
uses. 

 
In 2004, Greeley and Hanson completed a SRCER for the City of Lafayette. As part of this 
project, the City of Lafayette assessed stormwater impacts from three CSO locations and 
the resulting impact of these overflows on the Wabash River. Samples were collected within 
the first 30 minutes of a storm event and then again 60 minutes later. Samples were 
analyzed for E. coli, temperature, dissolved oxygen, pH, biochemical oxygen demand, 
ammonia, total Kjeldahl nitrogen, nitrate, cyanide, and lead. Based on the City of 
Lafayette’s SRCER, the following conclusions have been drawn: 

 E. coli concentrations are elevated in the Wabash River with higher concentration 
observed upstream of the urban core than downstream concentrations. E. coli 
concentrations typically measured higher during wet weather events than during dry 
weather events. However, data suggests that CSO impacts cannot be characterized 
from these data. 

 E. coli concentrations in Durkee’s Run exceeded the state standard during storm 
events. These E. coli laden waters reached the Wabash River within 12 hours of the 
storm’s initiation. 

 E. coli concentrations within combined sewer overflows measured between 100,000 
and 200,000 cfu/100 ml. 

 
3.2.11 City of Lafayette and West Lafayette  Assessment (1992-2010) 
The City of Lafayette Water Pollution Control Department and the City of West Lafayette 
Wastewater Department each conduct surface water quality monitoring programs. Both 
programs focus on monitoring water quality within the Wabash River to monitor the success 
of stormwater management, CSO strategies, and their overall impact on the river.  
 
Commonwealth Biomonitoring initiated the cities’ assessment efforts in 1992 with these 
efforts continuing through present day (Commonwealth Biomonitoring, 2010). The long-
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term program focuses on monitoring the biological community at 10 locations within the 
Wabash River. The City of Lafayette portion of the study is focused in and around the city’s 
wastewater treatment plant outfall to the Wabash River; the City of West Lafayette’s sites 
are focused near their outfall to the river. Based on annual biological community data, the 
following conclusions have been drawn: 

 The macroinvertebrate community data indicates moderate impairment of the 
community throughout most of the Wabash River reach assessed. However, severe 
impairment of the macroinvertebrate community has historically been observed near 
the sites which carry effluent from the cities’ wastewater treatment plants. 

 Historical data collected at these sites since 1992 suggests that macroinvertebrate 
community quality is highly variable annually. These changes can be attributed to 
low water conditions (1999) or local influences such as wastewater treatment plant 
effluent or combined sewer overflow locations that directly impact a portion of sites 
(1992, 1997). 

 
The City of West Lafayette also monitors water quality within the river upstream and 
downstream of the cities and within the urban core. Monitoring was conducted on 
approximately a weekly basis during the growing season from 2007 to 2009. Samples are 
collected from three bridges including the US 52, US 231, and the pedestrian bridges. Based 
on the water chemistry grab samples, the following conclusions have been drawn: 

 There is little difference in temperature, dissolved oxygen, E. coli, total suspended 
solids, and biochemical oxygen demand between the three sample points.  

 E. coli concentrations routinely exceed the Indiana state standard (235 col/100 ml) 
at all three sample points.  

 Total suspended solids (TSS) concentrations are elevated ranging from 20 to higher 
than 1,200 mg/L. In 2008, mean and median TSS concentrations were below 
IDEM’s recommended threshold. 2009 TSS mean and median concentrations 
exceeded the recommended threshold; these exceedances are likely due to low 
flows within the river during the assessment period. 

 
From 2000 to 2002, the City of Lafayette conducted assessments to determine nutrient, 
dissolved oxygen, temperature, and E. coli concentrations in combined sewer overflow 
effluent and receiving streams during and following storm events. Samples were collected 
from three bridge crossings (US 52, US 231, and the pedestrian bridge) of the Wabash River 
and from Durkee’s Run, the stream which receives combined sewer overflow discharge and 
is also the receiving waterbody for the city’s wastewater effluent.  Based on these water 
quality assessments, the following conclusions can be drawn: 

 In the Wabash River, dissolved oxygen, temperature, and pH values change little 
during and following a storm event. pH levels increased by two points at the 
pedestrian bridge during two of the three storm events. This increase is likely due to 
the volume of stormwater entering the Wabash River immediately upstream of the 
sample point.  

 Nitrate-nitrogen, total Kjeldahl nitrogen (TKN), lead, cyanide, and biological and 
biochemical oxygen demand concentrations change little during and following storm 
events. 

 In Durkee’s Run, nitrate-nitrogen concentrations doubled within the first hour of the 
storm initiation and tripled by hour three during each of the storm sampling events. 
TKN concentrations measured up to 20 times the base flow concentration, while 
ammonia-nitrogen concentrations were 6 to 30 times higher than the base flow 
concentration. Temperature increases of up to four degrees were observed during 
each event.  
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 In both systems, E. coli concentrations increased rapidly from at or slightly below the 
state standard (235 colonies/100 mL) to measure more than 20,000 colonies/100 
mL in the Wabash River and over 200,000 colongies/100 mL in Durkee’s Run. 

 E. coli concentrations measured in the combined sewer overflows indicate that 
52,000 to 13,000,000 colonies/100 mL are present during the first flush (start of 
storm to 60 minutes following storm start). 

 
3.2.12 Tippecanoe County SWCD Assessment (2002, 2003) 
In 2002 and 2003 as part of World Water Monitoring Day, the Soil and Water Conservation 
District (SWCD) and their volunteers monitored water quality at 44 sites throughout the 
county, 32 of which are located within the Region of the Great Bend of the Wabash River 
watershed. Samples were analyzed for dissolved oxygen, pH, turbidity, and E. coli. DO, pH, 
and turbidity measurements were completed using Hoosier Riverwatch methodologies, while 
E. coli was analyzed by IDEM’s mobile laboratory. No flow data is available for these 
samples; however, it is assumed that since samples were collected in late October that 
water levels and thus flow were relatively low. Based on these data, the following 
conclusions can be drawn: 

 Dissolved oxygen concentration and percent saturation were below the Indiana state 
standard (4 mg/L) in several streams including: the Wabash River, Burnett Creek, 
Indian Creek, Little Pine, and Flint Creek. All saturation percentages measured below 
75%.  

 E. coli concentrations exceeded the Indiana state standard (235 colonies/100 mL) at 
9 sites during 2002 and at 12 sites in 2003.  

 
3.2.13 Tippecanoe County Health Department (2005-2007) 
From 2005 to 2007, the Tippecanoe County Health Department (TCHD) collected grab 
samples roughly every two weeks during the growing season (May to October). Samples 
were collected from Burnett Creek, Wea Creek, Elliot Ditch, and from three locations along 
the Wabash River.  Based on these data, the following conclusions can be drawn: 

 In Burnett Creek, Wea Creek, and the Wabash River, turbidity levels routinely 
exceeded recommended levels. Turbidities measured by the TCHD in the Wabash 
River always measured higher than 25 NTU. These data suggest that not only the 
Wabash River carries high sediment loads, but also that its tributaries are subject to 
high episodic sediment loads throughout the growing season. 

 In Burnett Creek, Wea Creek, and the Wabash River E. coli concentrations routinely 
exceeded state standards. During 37 of 45 sample events, E. coli concentrations 
measured higher than the state standard. Concentrations in excess of the standard 
ranged from 300 to 2,800 colonies/100 ml in Burnett Creek, from 267 to 8091 
colonies/100 ml in Wea Creek, and from 275 to 2,667 colonies/100 ml in Elliot Ditch. 
There was no pattern of increasing or decreasing E. coli concentrations along the 
downstream gradient of the Wabash River. 

 
3.2.14 Illicit Discharge and Detection Elimination (IDDE) Assessments 
As part of the MS4 requirements, MS4 entities are required to map illicit discharge locations. 
Once mapped, these discharge locations will be monitored for inputs into the surface water 
system during both storm and base flow conditions. Individual partners in TCPWQ 
completed their own IDDE mapping efforts. To date, partners identified more than 300 
discharge locations; however, assessment of these discharges has not yet begun. Therefore, 
no conclusions can be drawn from this dataset at this time.  
 
3.2.15 USGS Assessment (1999) 
In 1999, the USGS assessed one site in Wea Creek five times during a 30-day period. The 
assessment included collection of field data and E. coli samples. The samples collection was 
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designed for the calculation of geometric means following IDEM’s standards. Based on these 
data, the following conclusions can be drawn: 

 All five E. coli samples measured higher than the state standard for grab samples 
and therefore, measured higher than the state geometric mean standard. 

 
3.2.16 USEPA Biological Assessment – Elliot Ditch/Wea Creek 
In 1999, the USEPA and IDEM completed a preliminary assessment of Elliot Ditch and Wea 
Creek to investigate PCB and industrial contamination issues. The inspection included 
collection of 20 soil samples, 7 surface water/outfall samples, and 29 sediment samples 
(Brauner, 2001). Based on the preliminary assessment, several parameters exceeded the 
chosen screening level, which suggests that toxic effects were observed in a selected biotic 
indicator (daphnid, fathead minnow, rainbow trout, etc.). The following parameters caused 
some level of toxicity in one or more of the biotic indicators: 4,4-DDD, 4,4-DDE, 4,4-DDT, 
Aldrin, b-BHC (Lindane), Dieldrin, Endosulfan, Endrin, Heptachlor, PCB, aluminum, 
antimony, arsenic, barium, beryllium, cadmium, calcium, copper, iron, lead, magnesium, 
manganese, mercury, nickel, selenium, vanadium, zinc, and a variety of other organics. 
Based on these results, further assessment of contaminants in sediment and water samples 
was completed; however, IDEM determined that no further action or activity to reduce these 
concentrations was required (Brauner, 2008).  
 
3.2.17 Little Pine-Indian Project (1989-2003) 
Purdue University collected water quality data from 22 stream sites within the Little Pine 
Creek and Indian Creek watersheds as part of the Indian Pine Natural Resources Field 
Station. Twelve sites in the Little Pine Creek watershed were sampled between 124 and 191 
times over the sampling period. Ten sites in the Indian Creek watershed were sampled 34 
to 173 times throughout the sampling period. Data collection occurred from 1989 through 
2003 with some sites being sampled bi-weekly or monthly and other sites sampled 
sporadically throughout the project. Additionally, flow gaging stations were maintained at 
three sites throughout the watershed during much of the sampling period. Four additional 
gaging stations were in operation from 1995 through 1998, while two sites were operational 
for 6 and 232 days, respectively. Field data meters operated in concert with several of the 
gaging stations throughout the sampling period. Based on these data, the following 
conclusions can be drawn: 

 Total phosphorus concentrations were elevated at all sites throughout the sampling 
period. In the Little Pine Creek watershed, total phosphorus samples collected from 
Otterbein Ditch and from Little Pine Creek at CR 800 West routinely measured the 
highest with concentrations in excess of 1.4 mg/L at each location. Maximum 
concentrations measured in Indian Creek were lower than maximum concentrations 
in Little Pine Creek; however, all sites within both streams exceeded total 
phosphorus target concentrations during approximately 20% of sampling events. 

 Nitrate-nitrogen concentrations measured in both Little Pine and Indian creeks 
exceeded target concentrations throughout the sampling period. Like total 
phosphorus, nitrate-nitrogen concentrations in Little Pine Creek generally measured 
higher than those in measured in Indian Creek. Concentrations nearly three times 
the target concentration were routinely observed within both streams throughout the 
sampling period. 

 Conductivity measurements were elevated during the sampling period with three to 
five measurements at each site exceeding the state standard. Indian Creek at 
Jackson Highway exceeded the state standard during one-third of the sampling 
events with concentrations as high as 4400 �mhos/cm observed. Although a 
minimal number of exceedances occurred in Indian Creek at State Road 26, 
concentrations as high at 9660 �mhos/cm were observed. Concentrations this high 
suggest a direct input (point source) of salts within the stream system. 
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 Total suspended solids concentrations were also elevated throughout the sampling 
period. Concentrations as high as 1860 mg/L were observed at Goose Creek at State 
Road 26. Nearly 25% of collected samples exceeded target total suspended solids 
concentrations. 

 
3.2.18 Purdue University Sturgeon Sampling (2003-2004, 2007-2009) 
Shovelnose sturgeon populations within the Wabash River were assessed by Kennedy et al. 
(2007) from April 2003 through November 2004. Sturgeon were assessed in two portions of 
the Wabash River: from Wabash to Lafayette and from Lafayette to Terre Haute to 
determine relative abundance, size, age structure, growth, mortality rate, condition, and 
gender ratio. Based on these data, the following conclusions can be drawn: 

 Relative abundance of shovelnose sturgeon measured greater in the upper reach 
during the spring than abundances measured in the lower reach. This is likely due to 
upstream migration associated with spawning activities. This migration suggests that 
the upper reach contains suitable shovelnose sturgeon spawning habitat that may 
significantly contribute to sustaining the overall shovelnose sturgeon population. 

 Population characteristics observed by Kennedy et al. (2007) indicate that the 
Wabash River shovelnose sturgeon population is similar to populations reported in 
other river systems. However, despite shovelnose sturgeon attaining larger body 
sizes, reaching older age classes, and experiencing lower mortality rates, growth 
rates and relative weights were lower than those observed in other river systems. 

  
3.2.19 Purdue University Agricultural Research Station Sampling (2009-2010) 
Water quality within Purdue University’s Animal Science Research and Education Center 
(ASREC) were assessed by Gall et al. (unpublished) from January 2009 to February 2010. 
Samples were collected from five tile locations and three surface waterbodies in the 
headwaters of Little Pine Creek. Chemistry samples were collected every 10 hours during 
base flow with samples collected more frequently during storm events; stage measurements 
occurred every 15 minutes. Samples were processed for a variety of phosphorus and 
nitrogen parameters. Based on these data, the following conclusions can be drawn:  

 Nitrate-nitrogen concentrations routinely exceed the target concentration measuring 
as high as 25 mg/L in tile samples and 18 mg/L in surface water samples.  

 Orthophosphate concentrations measured as high as 1.5 mg/L in tile samples and 
exceeded 1.6 mg/L in surface water samples. Although exceedances occur, 
orthophosphate concentrations regularly measure relatively low and typically fall 
below the target concentration. 

 
3.2.20 Tippecanoe County-wide Mussel Assessment (1995) 
Purdue University researchers conducted mussel surveys at 52 stream sites throughout 
Tippecanoe County from June to August 1995 (Myers-Kinzie et al., 2001). The Wabash River 
was not surveyed as part of this assessment. In total, 32 of these sites are located within 
the Region of the Great Bend of the Wabash River watershed. Based on the results of these 
studies, the following conclusions can be drawn: 

 Twelve mussel species were observed in watershed streams. Only weathered shells 
(dead mussels) were identified in Indian Creek, Flint Run, and Dismal Creek. The 
existence of weathered shells suggests that mussels once existed within these 
streams, but that conditions no longer allow them to do so. 

 Little Pine Creek contained the highest mussel diversity with 11 species identified, 
including two species not observed in other streams and the purple lilliput, a state 
species of special concern. Wea Creek and its tributaries contained the highest 
density of mussels with 49 observed. Mussel species diversity was highly correlated 
with stream drainage indicating that the volume of water, and thus remnant pool 
depths, is highly indicative of mussel diversity. 
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 QHEI scores indicate that habitat may limit aquatic biota within these streams. 
Habitat ratings in Little Pine Creek (CR 800 W and CR 500 N), Montgomery Ditch (CR 
950 S and SR 28), and Loafland Ditch (CR 1200 S) scored below the benchmark. 
Specifically, lack of instream cover, poor substrate diversity, and limited pool-riffle 
complex development limits habitat with these streams. 

 
3.2.21 Tippecanoe County Fish Assessment (1971-1977, 1994) 
Purdue University researchers conducted fish surveys at 39 stream sites throughout 
Tippecanoe County annually from 1971 through 1977 (Curry and Spacie, 1978). These sites 
and 31 others were sampled again between June and December 1994. A variety of sampling 
methods were used during both assessments with species lists generated for each site. 
Based on the results of these studies, the following conclusions can be drawn: 

 Headwater tributaries to Little Pine Creek including Goose Creek and Otterbein Ditch 
contain limited diversity. 

 Headwater tributaries to Wea Creek including Loafland Ditch, Montgomery Ditch, and 
Kellerman Lea Ming Ditch also contain limited diversity. 

 Burnett Creek and Flint Creek sample sites contain the highest diversity with species 
collected reflecting the quality habitat and instream cover currently observed within 
these streams. 

 
3.2.22 Hoosier Riverwatch Sampling (2001-2011) 
From 2000 through 2011, volunteers trained through the Hoosier Riverwatch program 
assessed 50 sites throughout the Region of the Great Bend of the Wabash River watershed. 
Assessments occurred sporadically with some sites assessed only once during the reporting 
period while others were monitored as many as 20 times. Volunteers monitored stream 
stage, flow rate, and discharge; collected water chemistry samples for analysis using HACH 
test kits; assessed instream habitat using the Citizen’s QHEI; and surveyed the stream’s 
macroinvertebrate community. Using the chemical data, the Water Quality Index (WQI) was 
calculated. Volunteers calculated a Pollution Tolerance Index (PTI) using the biological data. 
Based on these data, the following conclusions can be drawn:  

 In Burnett Creek, nitrate-nitrogen, turbidity, and E. coli routinely measured higher 
than the benchmark. PTI scores ranged from 14 to 33 indicating fair biotic quality. 
CQHEI scores measured above 67 suggesting that Burnett Creek provides good 
habitat. 

 In Flint Creek, CQHEI scores ranged from 40 to 68 suggesting that portions of Flint 
Creek contain limited habitat while others provide high quality habitat. Periodically, 
Flint Creek contains elevated turbidity, nitrate-nitrogen, and E. coli concentrations. 
Additionally, dissolved oxygen concentrations measured higher than the high 
benchmark (12 mg/L). During these assessments, DO saturation measured higher 
than 120%. 

 Turbidity, E. coli, and pH periodically measured above the identified benchmark in 
the Wabash River. Elevated pH values can be attributed to high volumes of 
photosynthesis. 

 Turbidity and E. coli concentrations were also elevated in Wea Creek during the 
assessment period. PTI scores ranged from 8 to 33 with CQHEI scores measuring 
between 95 and 100 suggesting that these sites are highly conducive to the 
existence of warm water fauna.  

 
3.2.23 Wabash Sampling Blitz (Fall 2009-Spring 2011) 
More than 180 volunteers sampled 210 stream sites on September 18, 2009, April 9, 2010, 
September 17, 2010, and April 15, 2011. Sample sites were located throughout the Region 
of the Great Bend of the Wabash River. Volunteers collected water samples for test strip and 
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laboratory analysis, measured stream temperature, and at selected sites collected samples 
for E. coli analysis. Based on these data, the following conclusions can be drawn: 

 During low flow conditions (20th percentile of historic average flows) fall conditions, 
nutrient and pathogen concentrations are elevated throughout the watershed. 
Nitrate-nitrogen concentration exceeded target concentrations in 32 of 205 sites 
(16%), while orthophosphate concentrations exceeded target concentrations in 16% 
of sites (33 of 205 sites). Pathogen concentrations exceeded the target concentration 
in 15 of 63 sites (24%). 

 During spring collection, nitrate-nitrogen concentrations exceeded the target at 176 
of 208 sites (85%), while orthophosphate concentrations exceeded the target 
concentration at 4% of sites (9 of 205). Pathogen concentrations in excess of the 
state standard occurred at 10 of the 63 sites (16%). 

 Field data predicted laboratory data relatively well with some issues with the 
orthophosphate field measurements. Although these field data were unreliable, their 
ability to predict elevated concentration areas occurred throughout the watershed.  

 During the fall assessment, the Wabash River contains elevated copper 
concentrations; however, as hardness was not concurrently measured, the state 
standard under these conditions cannot be calculated. Based on average hardness 
measurements in the Wabash River, the measured values do not exceed the state 
standard (approximately 40 mg/L) during sampling. 

 
3.2.24 Pharmaceuticals in the Region of the Great Bend of the Wabash River 
Watershed (2010)  
Historically, no pharmaceuticals and personal care product (PPCPs) concentration 
information has been available in the Wabash Watershed.  In 2010, Purdue University 
conducted an Indiana Water Resources Research Center (IWRRC)-funded study to quantify 
a handful of PPCPs from this watershed.  For this purpose, water samples were collected 
from Little Pine and Wea Creeks, as well from the influent and effluent of the West Lafayette 
sewage waste water treatment plant (SWWTP).  Samples were collected every other week 
from January to December of 2010.  Three PPCPs were quantified: triclosan (disinfectant), 
tylosin (animal antibiotic and growth promoter), and ethinylestradiol (EE2, synthetic 
estrogen used in birth control pills). PPCPs were quantified using commercial enzyme-linked 
immunosorbent assay (ELISA) kits.  Based on these preliminary data, the following 
conclusions can be drawn: 

 Tylosin was found ubiquitously in all sites.  Mean concentration (± standard 
deviation) was 2.5 ± 1.5 µg/L (range of 0.05 – 6.1 µg/L).  Effluent concentrations 
were lower than influent samples (1.3 vs. 2.8 µg/L) which suggests biodegradation 
of this chemical within the SWWTP.   

 In constrast, triclosan and EE2 were only found in SWWTP samples.  Triclosan was 
detected only in influent samples at a concentration of 1.5 ± 0.4 µg/L (0.9 – 2.2 
µg/L).  EE2 was only detected in three occasions: twice in the influent (0.06 and 
0.07 µg/L) and once in the effluent (0.06 µg/L).  

 With exception of EE2, all concentrations are below those reported to negatively 
impact aquatic life.  However, very little information exists on the effects of triclosan 
and tylosin on aquatic organisms and more studies are needed in order to determine 
safe levels. 

 Follow-up studies that verify these values using standard mass spectrometry 
techniques as well as quantify other types of PPCPs are needed. 
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3.3 Current Water Quality Assessment  
3.3.1 Water Quality Sampling Methodologies  
As part of the current project, Purdue University implemented a two year professional water 
quality monitoring program. The program included water chemistry, fish and 
macroinvertebrate community, and habitat assessments. Additionally, WREC implemented a 
volunteer monitoring program. The program is detailed below and in the Quality Assurance 
Project Plan for The Lafayette-West Lafayette Reach of the Wabash River Watershed 
Management Plan approved on April 20, 2009 (WREC, 2009). Sites sampled through this 
program are displayed in Figure 52. 
 
Sample sites were selected based on land use and watershed drainage. The three tributary 
sites represent two pairs of test watersheds: one urban or urbanizing (Elliott Ditch) paired 
with the control watershed (Little Pine Creek) and one rural (Little Wea Creek) paired with 
the control watershed. The Wabash River upstream-downstream pair was used to identify 
any observable impacts of Greater Lafayette on the Wabash River. The weekly sampling 
regimen was enacted to create a baseline of water quality data so that once implementation 
occurs, a measurable change in water quality can potentially be observed. 
 
Stream Flow 
Stream gages were installed on Elliot Ditch, Little Wea Creek, and Little Pine Creek, shown 
in red in Figure 52. A gage installed on the Wabash River at Brown Street Bridge in 1924 
also measures stage every 15 minutes. Gages measured stream stage every fifteen minutes 
and operate through the U.S. Geological Survey’s stream gaging system. Rain gages were 
installed at the stream flow gaging stations in August 2009. 
 
Field Chemistry Parameters 
Purdue University established five chemistry monitoring stations (red and yellow sites in 
Figure 52) as part of the monitoring program. Stations are located on Elliott Ditch, Little 
Wea Creek, Little Pine Creek, and on the Wabash River up and downstream of the 
Lafayette-West Lafayette urban core. Dissolved oxygen, temperature, pH, turbidity, and 
conductivity were measured weekly at the five chemistry sampling stations from April to 
August 2009. In August 2009, data sondes were installed at the tributary chemistry 
stations. Subsequently, dissolved oxygen, temperature, pH, turbidity, and conductivity were 
measured every fifteen minutes at the three tributary locations with weekly measurements 
of the same parameters occurring at the two Wabash River locations. Weekly field chemistry 
parameter monitoring continued at the two Wabash River monitoring sites during the 
sampling period. Appendix H details the parameters measured and potential impacts to 
particular parameters. 
 
Laboratory Chemistry Parameters 
Like the field parameters, weekly laboratory sample collection and analysis occurred 
throughout the two year sampling program. Samples were analyzed for ammonia-nitrogen, 
nitrate-nitrogen, total phosphorus, total suspended solids, carbon, total coliform, and E. 
coli. Appendix H details the parameters measured and potential impacts to particular 
parameters. 
 
Habitat 
The physical habitat at each of the biological sample sites was evaluated using the 
Qualitative Habitat Evaluation Index (QHEI). The Ohio EPA developed the QHEI for streams 
and rivers in Ohio (Rankin, 1989, 1995) and the IDEM adapted the QHEI for use in Indiana. 
Appendix H details the QHEI and its individual metrics. 
 



Region of the Great Bend of the Wabash River Watershed Management Plan 10 May 2011 
 

Wabash River Enhancement Corporation  Page 119 
ARN #305-9-54 

 
Figure 52.  Sites sampled as part of the Region of the Great Bend of the Wabash 
River Watershed Management Plan. 
Data used to create this map are detailed in Appendix A. 
 
Fish Community 
The fish community within the Region of the Great Bend of the Wabash River watershed was 
assessed at twelve sites (in blue and red in Figure 52) eight times over the two year 
sampling period (four times annually). Two sites were typically dry, resulting in collection of 
biological samples at 10 of 12 sites annually. Sampling methods followed Simon (1991). 
Index of Biotic Integrity (IBI) scores were calculated for each sampling event. In 2009, 
sample collection occurred as follows: Sample I - June 10, 11, 16, 18, 19, and 23; Sample 
II – July 20, 21, 22, and 23; Sample III – September 15, 16, 18, and 23; and Sample IV – 
November 4, 5, and 6. The 2010 samples were collected as follows: Sample V – March 19, 
20, and 22; Sample VI – June 18 and 21; Sample VII – August 10, 11, 12, and 13; and 
Sample VIII – October 30, 30 and November 1. Appendix H details the IBI metrics used to 
calculated Index of Biotic Integrity values for these samples. 
 
Macroinvertebrate Community 
The macroinvertebrate community within the Region of the Great Bend of the Wabash River 
watershed was assessed at twelve sites (in blue and red in Figure 52) eight times over the 
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two year sampling period (four times annually). Two sites were typically dry resulting in 
collection of biological samples at 10 of 12 sites annually. Samples were collected 
concurrent with fish community sampling as indicated above. The 2009 samples consisted 
of six Surbers collected on each sample date.  Surber samples were then 100% sorted for 
aquatic macroinvertebrates and one Surber sample for each sample date was randomly 
selected for 100% family level identification. The 2010 samples consisted of D-frame 
kicknet samples as described in Barbour et al. (1999). D-net samples were 100% sorted 
and aquatic macroinvertebrates were identified to family level.  The macroinvertebrate 
Index of Biotic Integrity (mIBI) scores were calculated for each sampling event. The mIBI 
averages a series of ten metric scores resulting in an overall score rating the 
macroinvertebrate community in terms of impairment. The HBI which ranks species 
tolerance on a scale of 0-10 with 0 being intolerant and 10 being tolerant of pollution.  
Appendix H details the mIBI and its scoring methodologies. 
 
3.3.2 Field Chemistry Results 
Figure 53 through Figure 57 display results for field chemistry data collected every fifteen 
minutes at three tributary sites. At each of the three stream sites, a multi parameter probe 
is deployed. The probe collects data for temperature, dissolved oxygen, specific 
conductivity, pH and turbidity at 15 minute intervals.  Data shown below are an average of 
all the values in a given day. 
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Temperature 
Figure 53 illustrates average daily temperatures in Little Pine Creek, Elliot Ditch, and Little 
Wea Creek. As shown, temperature measures approximately the same at each of the three 
stream sites with seasonal changes in temperature creating major differences in 
temperature throughout the sampling period. Temperatures in Elliot Ditch ranged from 0.8 
oC to 28.3 oC. In Little Pine Creek, temperatures typically measured lower with 
temperatures ranging from 0.04 oC to 18.9 oC. In Little Wea Creek, temperatures ranged 
from 0.08 oC to 23.3 oC. Differences in stream temperature can be observed between each 
of the three sites. For instance, higher temperatures were measured in Elliot Ditch in the 
spring of 2010 while temperatures in Little Pine Creek measured lower from December 2009 
to April 2010 and higher during the summer 2010. Diurnal temperature changes are 
observable at each site as well but are not displayed in Figure 53. 

  
Figure 53. Temperature measured in Elliot Ditch, Little Pine Creek, and Little Wea 
Creek from August 2009 through March 2011. 
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Dissolved Oxygen 
Dissolved oxygen concentrations also display seasonal changes like those observed for 
temperature. However, as shown in Figure 54, dissolved oxygen concentrations are opposite 
those measured for temperature. This is as expected as colder water holds more dissolved 
oxygen than warmer water; therefore, when water temperatures are low, dissolved oxygen 
concentrations are high and vice-versa. As such, the dissolved oxygen graph shows a 
general pattern where dissolved oxygen concentrations in Little Pine Creek and Elliot Ditch 
concentrations are higher in winter and lower in summer.  Little Pine Creek dissolved 
oxygen concentrations generally follow seasonal patterns; however, high productivity and 
large volumes of decomposition from flocculent sediments suggest that dissolved oxygen 
concentrations are completely utilized during spring and summer 2010 sample collection. All 
three streams display daily variation in dissolved oxygen concentration due to individual 
conditions present within each system. 
  

 
Figure 54. Dissolved oxygen measured in Elliot Ditch, Little Pine Creek, and Little 
Wea Creek from August 2009 through March 2011. 
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pH 
Throughout the sampling period, pH remained in an acceptable range in all three streams. 
No discernable pattern can be found in pH levels in any of the three monitored streams. 
Although fluctuations appear to be wide, pH levels varied within 1 unit of pH (Figure 55). 
 

 
Figure 55. pH measured in Elliot Ditch, Little Pine Creek, and Little Wea Creek from 
August 2009 through March 2011. 
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Specific Conductivity 
Figure 56 displays conductivity measurements in Little Pine Creek, Elliot Ditch, and Little 
Wea Creek. Conductivity measurements varied greatly over the sampling period. Generally, 
conductivity concentrations were below the state standard. However, during December 
2009 to March 2010 and again during the winter months of 2010-2011, conductivity 
increased in Elliot Ditch.  In total, conductivity daily averages in Elliot Ditch exceeded the 
state standard 12% of the time (59 of 467 days). The area around Elliot Ditch is urban and 
the increase in conductivity may be due to salts put down on the roads to melt snow and ice 
or result from industrial inputs during low flow stream conditions. The sustained high 
conductivity concentrations could be detrimental to biological communities present in Elliot 
Ditch. 
 

 
Figure 56. Conductivity measured in Elliot Ditch, Little Pine Creek, and Little Wea 
Creek from August 2009 through March 2011. 
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Turbidity 
Turbidity measurements for Elliot Ditch, Little Pine Creek, and Little Wea Creek are 
displayed in Figure 57. Turbidity concentrations exceeded the target 35% of the time in 
Elliot Ditch, 23% of the time in Little Pine Creek, and 17% of the time in Little Wea Creek. 
In Little Wea Creek, turbidity measurements peaked at 632 NTU or more than 10 times the 
target turbidity concentration, while Elliot Ditch turbidity measurements peaked at 18.6 
NTU. In Little Wea Creek, turbidity concentrations measured as high as 1,217 NTU or nearly 
70 times the target. Turbidity tends to spike during high flow events.  It is unclear neither 
why the values in Elliot Ditch exceed the target nor why Little Pine Creek turbidity peaks are 
so high.  It could be due to cows or other wildlife accessing the stream, wildlife making a 
home in the guard surrounding the probes, or a malfunction.  Herons have been observed 
near the probes in all three of the streams. When removing the sondes, fish, crawdads, and 
other macroinvertebrates have been pulled up with the instrument. All of these may cause 
spikes in turbidity. 
 

 
Figure 57. Turbidity measured in Elliot Ditch, Little Pine Creek, and Little Wea 
Creek from August 2009 through March 2011. 
 
3.3.3 Water Chemistry Results 
Figure 58 through Figure 61 display results for nitrate-nitrogen, total phosphorus, total 
suspended solids, and E. coli collected weekly from five locations in the Region of the Great 
Bend of the Wabash River watershed. Data are displayed over stream discharge (blue) 
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measured at USGS-maintained gaging stations during the sample period. Appendix I details 
individual measurements collected throughout the sampling period. 
 
Nitrate-Nitrogen Concentrations 
Nitrate levels vary greatly throughout the year with lowest levels occurring during low flow 
periods during the late summer and fall months (Figure 58). Concentrations measured in 
Elliot Ditch generally measure below the target concentration (2 mg/L) with nitrate-nitrogen 
concentrations exceeding the target from May to August annually. In Elliot Ditch, nitrate-
nitrogen concentrations exceed target concentrations in 8% of samples during the sampling 
period. Nitrate-nitrogen concentrations peaked at 3.2 mg/L which is one and one-half times 
the target concentration. Changes in nitrate-nitrogen concentration in Little Pine Creek 
appear to generally follow flow conditions with lower concentrations occurring during lower 
flow conditions; however, spikes in nitrate-nitrogen concentration do not always coincide 
with spikes in stream flow. In Little Pine Creek, nitrate-nitrogen concentrations exceed 
target concentrations 86% of samples during the sampling period. In Little Pine Creek, 
seasonal variations in nitrate-nitrogen vary widely with concentrations annually from April to 
September exceeding both the target and the state standard for drinking water (10 mg/L) 
with concentrations peaking at 14.2 mg/L. Nitrate-nitrogen concentrations measured during 
the sampling period mimic concentrations observed during historic water quality 
assessments within Little Pine Creek. This suggests that nitrate-nitrogen concentrations may 
be due to background conditions or that land use has changed little over time and that high 
volume application of manure within Little Pine Creek may inflate nitrate-nitrogen 
concentrations within this watershed.  
 
Similarly, nitrate-nitrogen concentrations in Little Wea Creek mimic flow conditions with 
higher concentrations typically occurring during periods of higher flow. Nitrate-nitrogen 
concentrations in Little Wea Creek do not measure as high as those measured in Little Pine 
Creek (15 mg/L); however, like Little Pine Creek, concentrations in Little Wea Creek more 
often measure above the target concentration than below with most exceedances occurring 
during typical periods of manure application. In Little Wea Creek, nitrate-nitrogen 
concentrations exceed target concentrations 83% of samples during the sampling period. 
Nitrate-nitrogen concentrations in the Wabash River mimic flow conditions with lower nitrate 
concentrations typically occurring during low flow conditions. Nitrate-nitrogen 
concentrations indicate no statistical difference between upstream and downstream 
concentrations. This suggests that Greater Lafayette has no statistical impact on nitrate-
nitrogen concentrations. 
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Figure 58. Nitrate-nitrogen concentrations overlain on discharge in the Wabash 
River (upstream and downstream), Elliot Ditch, Little Pine Creek, and Little Wea 
Creek.  The red line indicates the target concentration (2 mg/L). 
 
Total Phosphorus Concentrations 
Total phosphorus concentrations do not follow a seasonal or flow-based pattern (Figure 59). 
In Elliot Ditch, total phosphorus concentrations exceed target concentrations 23% of 
samples during the sampling period. Concentrations spiked during high flow events which 
occurred in April 2010, July 2010, and December 2010. In Little Pine Creek, total 
phosphorus concentrations do not mimic flow patterns. During peak discharges occurring 
through 2010, total phosphorus concentrations were low. Conversely, when flows declined 
in August 2010 through December 2010, total phosphorus concentrations began to rise 
peaking more than an order of magnitude above the target concentration measuring a high 
near 0.9 mg/L. In Little Pine Creek, total phosphorus concentrations exceed target 
concentrations 55% of samples during the sampling period. 
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Figure 59. Total phosphorus concentrations overlain on discharge in the Wabash 
River (upstream and downstream), Elliot Ditch, Little Pine Creek, and Little Wea 
Creek. The red line indicates the target concentration (0.08 mg/L). 
 
In general, total phosphorus concentration in Little Wea Creek and the Wabash River 
measure lower than those observed in Elliot Ditch and Little Pine Creek. In Little Wea Creek, 
total phosphorus concentrations exceed target concentrations 13% of samples during the 
sampling period. Peaks in total phosphorus concentration do not coincide with peak flow 
conditions within Little Wea Creek. Three peak concentrations were measured during the 
summers of 2009 and 2010 with peaks measuring near an order of magnitude higher than 
the target concentrations. Unlike peaks in Little Pine Creek, peak total phosphorus 
concentrations in Little Wea Creek typically occurred during one sampling event with 
concentrations quickly returning to more typical concentrations. As in Little Wea Creek, 
peak total phosphorus concentrations measured in the Wabash River do not coincide with 
peak flow conditions. In the Wabash River, total phosphorus concentrations exceed target 
concentrations 34% of samples upstream of Greater Lafayette and 73% of samples 
downstream of Greater Lafayette during the sampling period. Concentrations measured 
downstream of Greater Lafayette typically exceeded concentrations measured upstream of 
Greater Lafayette with average concentrations measuring 0.1 mg/L and 0.06 mg/L, 
respectively. This suggests that Greater Lafayette contributed total phosphorus to the 
Wabash River with larger contributions occurring under high water conditions. 
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Total Suspended Solids Concentrations 
In general, total suspended solids increases during high flow events due to sediment runoff 
and soil erosion (Figure 60). In Elliot Ditch, total suspended solids concentrations typically 
measure below the target concentration. In Elliot Ditch, total suspended solids 
concentrations exceed target concentrations 15% of samples during the sampling period. 
Although peak total suspended solids concentrations do not coincide with peak flows, TSS 
concentrations typically increase during higher flow conditions and reach concentrations as 
high as 172 mg/L. This is to be expected as increases in TSS following storm events 
suggests that stormwater carries larger amounts of dissolved and suspended solids than is 
present during base flow conditions. Higher overland flow velocities typically result in an 
increase in sediment particles in runoff. Additionally, greater streambank and streambed 
erosion typically occurs during high flow. Therefore, higher total suspended solid 
concentrations are typically measured in storm flow samples. In Elliot Ditch, five peak total 
suspended solids concentrations were measured with two of these exceeding the target 
concentration by an order of magnitude. In Little Pine Creek, total suspended solids 
concentrations exceed target concentrations 46% of samples during the sampling period. 
Only three peak total suspended solids concentrations were observed in Little Pine Creek; 
however, the highest peak measured nearly 20 times the target TSS concentration (261 
mg/L compared to 15 mg/L target). TSS concentrations generally measured higher in Little 
Pine Creek than those observed in Elliot Ditch and Little Wea Creek. This suggests that Little 
Pine Creek carries a higher bed load than the other tributary streams and that efforts to 
reduce total suspended solids concentrations will need to target both low and high flow 
stream conditions.  
 
Total suspended solids concentrations typically measured below the target concentration 
within Little Wea Creek. In Little Wea Creek, total suspended solids concentrations exceed 
target concentrations 20% of samples during the sampling period. The few peak TSS 
concentrations measured in Little Wea Creek were the highest concentrations measured 
exceeding 350 mg/L. Like Elliot Ditch, the TSS concentration typically measured in Little 
Wea Creek suggest that targeting sediment moved during high flow or storm conditions will 
result in decreased TSS concentrations. In the Wabash River, total suspended solids 
concentrations typically mimic flow conditions with the highest concentrations occurring 
from March to September 2010. In the Wabash River, upstream and downstream total 
suspended solids concentrations exceed target concentrations 54% and 60% of samples, 
respectively during the sampling period. No obvious pattern is observable between 
upstream and downstream samples. This suggests that during some conditions Greater 
Lafayette contributes suspended sediments to the Wabash River but under different 
conditions, no contribution occurs. 
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Figure 60. Total suspended solids concentrations overlain on discharge in the 
Wabash River (upstream and downstream), Elliot Ditch, Little Pine Creek, and 
Little Wea Creek. The red line indicates the target concentration (15 mg/L). 
 
E. coli Concentrations 
As shown in Figure 61, E. coli concentrations within Little Pine Creek, Little Wea Creek, and 
Elliot Ditch typically exceed the state standard (235 colonies/100 mL). In Elliot Ditch, E. coli 
concentrations exceed target concentrations 49% of samples during the sampling period. E. 
coli concentrations mimic flow conditions which suggest that E. coli concentrations increase 
when stream flows increase. This does not occur in Little Pine Creek where increases in E. 
coli concentrations do not occur when stream flows increase. Rather, E. coli concentrations 
are generally high under any condition. In Little Pine Creek, E. coli concentrations exceed 
target concentrations 92% of samples during the sampling period. E. coli concentrations 
mimic flow conditions within Little Wea Creek. When flows increase, E. coli concentrations 
typically increase. In Little Wea Creek, E. coli concentrations exceed target concentrations 
50% of samples during the sampling period. Peak E. coli concentrations within all three 
tributaries measure approximately 10,000 colonies/100 mL, suggesting that high E. coli 
concentrations are typical within these systems. E. coli concentrations measured in the 
Wabash River are typically lower than concentrations measured in the tributary streams. 
Differences in E. coli concentrations between tributary and mainstem sites can be attributed 
to a number of factors including dilution, lack of direct E. coli sources and inputs, or more 
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periodic direct inputs of E. coli rather than continuous sources as observed in the tributaries. 
In the Wabash River, upstream and downstream E. coli concentrations exceed target 
concentrations 33% and 49% of samples, respectively during the sampling period. 
 

    

     
Figure 61. E. coli concentrations overlain on discharge in the Wabash River 
(upstream and downstream), Elliot Ditch, Little Pine Creek, and Little Wea Creek. 
The red line indicates the target concentration (235 colonies/100 ml) and state standard. 
 
3.3.4 Flow Duration Curves 
Flow duration curves allow characterization of flow conditions within a particular stream. 
Instead of plotting individual flows as a time series, they are plotted as a percent of time 
that a given flow occurs within the stream. The resultant curve indicates the percent of time 
that a given flow is equaled or exceeded within the system. For instance, the median flow 
(Q50) is the flow observed in the stream 50% of the time. Flows below  Q50 indicate baseflow 
conditions within the stream. If this portion of the curve contains a steep slope, a relatively 
small contribution from natural storage sources like groundwater is suggested. Other indices 
can be used to characterize low flow conditions within the stream. The ratio of discharge 
observed 90% of the time compared to that observed 50% of the time (Q90/ Q50) is 
commonly used to determine the portion of flow which is contributed from groundwater 
storage. Of additional importance is calculation of the percentage of time that zero-flow 
conditions occur. 
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3.3.6 Paired Catchment Evaluation 
The watershed monitoring design was selected with the idea of using a paired catchment 
approach to quantify change in one watershed relative to another. The first step in this 
evaluation process is to determine whether the relationship between the treatment 
watershed and the control watershed is strong. Using samples collected through December 
2010, acceptable regressions for all parameters (total suspended solids, nitrate+nitrite, 
total phosphorus and E. coli) except total phosphorous in Little Wea Creek are achieved 
(Figure 86 to Figure 88). With the exception of Little Wea Creek for total phosphorus, these 
regressions indicate a good choice of watershed pairs. The strongest relationships exist for 
nitrate+nitrite and total suspended solids. In the future, these relationships will be reviewed 
with regards to the relationship between watersheds after BMPs are implemented. 

     
Figure 86.  Calibration regression equations for the Elliot Ditch - Little Pine Creek 
pair (developing-control) for E. Coli, total phosphorous, nitrate+nitrite, and total 
suspended solids. 
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Figure 87.  Calibration regression equations for the Little Wea Creek - Little Pine 
Creek pair (agriculture-control) for E. Coli, total phosphorous, nitrate+nitrite, and 
total suspended solids. 
 
 

E. coli TP 

NO3+NO2 TSS 



Region of the Great Bend of the Wabash River Watershed Management Plan 10 May 2011 
 

Wabash River Enhancement Corporation  Page 149 
ARN #305-9-54 

 
Figure 88.  Calibration regression equations for the upstream-downstream Wabash 
River pair for E. Coli, total phosphorous, nitrate+nitrite, and total suspended 
solids. 
 
3.3.7 Habitat Results 
Stream water quality and available habitat influence the quality of a biological community in 
a stream, and it is necessary to assess both factors when reviewing biological data. Table 26 
presents the results of QHEI assessments at each of the ten stream sites. Figure 89 details 
metric and total scores for all sites. Among all the sites, riparian scores were relatively low, 
contributing to overall lower QHEI scores. The lowest scores occurred at Little Wea Creek 
and Kellerman Lea Ming Ditch where scores less than the target value (51) were calculated. 
These sites were representative of ditched streams present throughout Indiana. With high 
banks, narrow riparian zones, and limited pool and riffle development, it is not surprising 
that these sites scored poorly relative to other stream sites. The highest scores occurred at 
Indian Creek, Elliot Ditch, and West Fork Kickapoo Creek where cobble substrates and 
quality pool-riffle complexes were present throughout the stream reach.  
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3.3.8 Fish Community Results 
Fish community data collected during sampling indicate that fish communities present in the 
Region of the Great Bend of the Wabash River watershed generally rate as good (scores of 
28-48;Table 27). The lowest mean IBI scores occurred in Kickapoo Creek, Little Pine Creek, 
Elliot Ditch, and Kellerman Lea Ming Ditch, where scores averaged 37 or less. These sites 
represent streams impacted by changing water conditions and poor instream habitat. For 
example, a sample could not be collected in Kickapoo Creek in September 2009 due to lack 
of water present during the sampling period. The highest scores occurred at Burnett Creek 
and Flint Creek where cobble substrates dominate instream habitat.  Seasonal IBI scores 
among sites were highly variable, possibly related to normal movement patterns among fish 
assemblages (Figure 90). A total of 61 fish species were collected over the two-year 
sampling period. The mean number species for the 2009-2010 period was 15.9 with a low of 
nine (Kickapoo Creek, Sample VI) and a high of 23 (Little Pine Creek Samples II and VII 
and Burnett Creek Sample VII).  
 
Table 27.  Index of Biotic Integrity (IBI) scores measured at stream sites in the 
Region of the Great Bend of the Wabash River watershed. 

Stream 
Jun 

2009 
Jul 

2009 
Sept 
2009 

Nov 
2009 

Mar 
2010 

Jun 
2010 

Aug 
2010 

Nov 
2010 

Mean 

Little Pine Creek 36 44 38 38 36 30 40 36 37 
Little Wea Creek 40 44 48 48 30 32 40 38 40 
Elliot Ditch 40 36 38 42 40 38 38 42 39 
Burnett Creek 44 50 46 48 34 48 48 48 46 
Kellerman Lee Ming Ditch 30 48 36 38 42 36 34 34 37 
Flint Creek 50 48 46 52 40 36 48 46 46 
East Branch Wea Creek 50 46 44 44 40 44 44 42 44 
Indian Creek 46 46 46 48 38 46 44 46 45 
Kickapoo Creek 34 44 -- 36 30 28 30 42 35 
West Fork Kickapoo Creek 40 38 38 42 40 32 40 40 39 
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Table 28. Macroinvertebrate Index of Biotic Integrity (mIBI) scores measured at 
stream sites in the Region of the Great Bend of the Wabash River watershed.  

Stream HBI 
# 

Tax
a 

#  
Indiv 

% 
Do
m 

EP
T 

EPT: 
Ct 

EPT: 
Tot 

EPT:  
Chir 

Chi
r 

#/S
q 

mIBI 
scor

e 
Little Pine 
Creek 

4.75 
(5) 

10 
(2) 

108 
(2) 

75 
(1) 

4 
(4) 

51 
(3) 

0.46 
(5) 

3.07 
(3) 

34 
(5) 

108 
(3) 

3.1 

Little Wea 
Creek 

4.95 
(4) 

15 
(5) 

710 
(6) 

81 
(0) 

7 
(6) 

291 
(6) 

0.38 
(4) 

1.33 
(1) 

242 
(2) 

710 
(6) 

3.9 

Elliot Ditch 
4.59 
(5) 

7 
(1) 

288 
(5) 

94 
(0) 

2 
(1) 

68 
(6) 

0.68 
(7) 

8.87 
(4) 

65 
(4) 

288 
(6) 

3.8 

Burnett Creek 
5.30 
(2) 

11 
(4) 

615 
(7) 

90 
(0) 

5 
(4) 

218 
(5) 

0.32 
(3) 

2.40 
(2) 

329 
(1) 

615 
(7) 

3.4 

Kellerman Lee 
Ming Ditch 

5.64 
(1) 

7 
(1) 

283 
(5) 

96 
(0) 

2 
(1) 

25 
(1) 

0.10 
(1) 

0.14 
(0) 

240 
(1) 

283 
(5) 

1.5 

Kickapoo Creek 
4.33 
(5) 

10 
(2) 

148 
(3) 

73 
(1) 

6 
(5) 

86 
(5) 

0.60 
(6) 

5.94 
(4) 

33 
(5) 

148 
(4) 

4.0 

East Branch 
Wea Creek 

4.36
(6) 

12 
(4) 

601 
(5) 

82 
(0) 

6 
(6) 

310 
(6) 

0.53 
(6) 

7.24 
(4) 

150 
(4) 

601 
(6) 

4.4 

West Fork 
Kickapoo Creek 

4.42 
(6) 

12 
(3) 

416 
(5) 

77 
(0) 

6 
(5) 

183 
(6) 

0.52 
(6) 

4.82 
(4) 

165 
(4) 

416 
(5) 

4.2 

Flint Creek 
4.15 
(6) 

14 
(5) 

743 
(7) 

77 
(0) 

6 
(6) 

570 
(7) 

0.74 
(8) 

6.94 
(5) 

104 
(2) 

743 
(7) 

5.3 

Indian Creek 
5.20 
(3) 

15 
(5) 

994 
(7) 

80 
(0) 

7 
(7) 

379 
(7) 

0.40 
(4) 

1.57 
(2) 

470 
(1) 

994 
(7) 

4.2 

Total mIBI score is a mean score for each site based on all sampling events. All other values are means for each 
individual mIBI category. Means in parentheses are mIBI values associated with each mIBI category, 0-2 = severely 
impaired, 2-4 = moderately impaired, 4-6 = slightly impaired, and 6-8 = non-impaired. 

 
Final mIBI scores include Hilsenhoff Biological Index (HBI) scores in their calculations. HBI 
scores rate organic pollution present within a system based on the tolerance of 
macroinvertebrate species present in samples. High HBI scores indicate high levels of 
pollution while low scores reflect lower pollution levels. The streams surveyed as part of this 
study that had the highest HBI scores were Kellerman Lea Ming Ditch, Burnett Creek, and 
Indian Creek, while West Fork Kickapoo Creek, East Branch Wea Creek, and Flint Creek had 
the lowest HBI scores, reflecting lower pollutant levels at those sites. Indian Creek had 
some of the most tolerant taxa observed across all sites, although this site also scored 
relatively high based on mean mIBI scores (Figure 91). Indian Creek scored higher on mIBI 
because of the high number of individuals and the number of Ephemeroptera, Plecoptera, 
and Trichoptera (EPT). 
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other sites assessed in this study; however, it still scored in the poor category.  The sites 
with lower mean IBI scores (Kellerman Lee Ming Ditch, Kickapoo Creek, Little Pine Creek) 
also typically had lower mean QHEI scores.  
 
Sites that were less impaired included Flint Creek, Indian Creek, and East Branch Wea 
Creek. Burnett Creek had relatively high IBI scores, but mIBI and QHEI scores were slightly 
lower than expected based solely on IBI scores. The site for Burnett Creek had several 
riffles and modest sinuosity, giving it higher QHEI scores. However, the sediment present at 
this site was primarily sand, and this likely limited the number of EPT taxa present at the 
site.  Burnett Creek’s IBI scores may have additionally been inflated due to its close 
proximity to the Wabash River resulting in several species (e.g., sand shiners, bigeye chubs, 
and northern hog suckers) that were not typically captured at other sites being present 
within Burnett Creek. Flint Creek scored relatively high in with regard to fish, 
macroinvertebrate, and habitat indices despite having severely eroded banks along one side 
of the sample site. Substrate was coarse throughout all of the riffles, creating excellent 
habitat for aquatic macroinvertebrates and fish that specialize in clean riffle zones. In 
addition, the pools at Flint Creek were typically deep and relatively silt free, providing 
excellent habitat for pool species. Indian Creek, which scored higher than all other sites on 
the QHEI, scored slightly lower than Flint Creek in the IBI and mIBI. The causes for reduced 
biological assessments in Indian Creek compared to Flint Creek could be due to large 
amounts of filamentous algae that covered the riffle zones despite the forested riparian zone 
at the site. The East Branch Wea Creek site scored in most categories very similar to Indian 
Creek despite the fact that it had a narrow riparian zone and was bordered by row crop 
agriculture.  East Branch Wea Creek had several long riffles with large amounts of 
vegetation overhanging the stream in and around the pools, thus providing excellent habitat 
in small patches. The longer riffles provided more area to detect species in both the mIBI 
and IBI assessments that usually result in higher biological scores (e.g., EPT 
macroinvertebrates and darter species).  
 
The QHEI score for Elliot Ditch was among the highest observed in our assessments. 
However, the biological components of Elliot Ditch did not score as high in those 
assessments.   This suggested that physical habitat was not a limiting factor for reduced 
stream health in this stream. West Fork Kickapoo Creek and Kickapoo Creek were among 
the smallest of the streams we evaluated, and during the September 2009 sampling and 
once in July 2010 between sampling events Kickapoo Creek dried throughout our entire site. 
The decreased biological community stability due to stream channel drying likely resulted in 
the lower biological scores for both of these sites. Although West Fork Kickapoo never 
completely dried flow was significantly reduced during the September 2009 sampling. 
 
The biological data for the ten sites that were consistently sampled suggested that many of 
these streams are impacted by either poor instream conditions (reduced QHEI) or some 
other unknown impairment leading to compromised biological integrity.  Elliot Ditch would 
be expected to exhibit high environmental quality based solely on the QHEI, although the 
biota at that site suggested that there were likely other issues not related to physical 
habitat that influenced the biological communities and overall environmental quality. 
Conversely, Little Wea Creek would be considered to be of relatively high environmental 
quality based on its mIBI and IBI scores, but the mean QHEI score suggested that the 
physical habitat of the site was degraded and of low environmental quality. It is obvious 
that incorporating both the biology and habitat in site assessments is critical for making 
truly informed environmental evaluations of sites, and it is likely that a range of restoration 
actions will be necessary to address the impairments reported herein. 
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3.4 Watershed Inventory Assessment  
3.4.1 Watershed Inventory Methodologies  
Volunteers completed windshield surveys throughout the Region of the Great Bend 
watershed in spring and fall 2009. Volunteers conducted surveys by driving all accessible 
roads throughout the watershed. Large maps with aerial photographs, road and stream 
names, and public property labels were provided to each volunteer group. Volunteers 
recorded observations on the provided maps and data sheets, documented field conditions 
with photographs, and provided all notes to the Urban and/or Rural Committees for review. 
The windshield surveys were also used to confirm GIS map layer data throughout the 
watershed. Items targeted during the surveys included, but were not limited to the 
following: 

 Aerial land use category 
 Field or gully erosion 
 Pasture locations and condition 
 Livestock access and impact to streams 
 Buffer condition and width 
 Bank erosion or head-cutting 
 Environmental site confirmation (NPDES, CFO, open dump, Superfund, etc.) 

 
Additionally, stream buffers within Tippecanoe County were analyzed by Tippecanoe County 
SWCD staff. The analysis was completed using Geographic Information Systems (GIS) by 
overlaying a 60-foot buffer on either side of the streams throughout the county. These 
buffers were then cross-referenced with the most recent land use/land cover data (2001). 
Resultant areas where buffers were limited or lacking were reviewed by volunteers during 
their watershed inventory assessments. Assessment of streambank erosion and riparian 
buffers along the Wabash River occurred in July 2010.  
 
3.4.2 Watershed Inventory Results 
More than 630 individual road-stream crossings were inventoried by watershed volunteers. 
A majority of issues identified fall into two categories: stream buffers limited in width or 
lacking altogether and streambank erosion. Figure 92 details locations throughout the 
Region of the Great Bend of the Wabash River watershed where problems were identified. 
Additional assessments will be on-going; therefore, those identified in Figure 92 should not 
be considered exhaustive. More than 413 miles of tributary streams possessed limited 
buffers, nearly 327 miles of streambank were eroded, and livestock had access to nearly 20 
miles of streams. Additionally, nearly 40 miles of the Wabash River require stabilization and 
nearly 300 acres of land requires buffering within 120 feet of the Wabash River.  
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Figure 92. Stream-related watershed concerns identified during watershed 
inventory efforts. Data used to create this map are detailed in Appendix A. 
 
4.0 WATERSHED INVENTORY II-B: SUBWATERSHED DISCUSSIONS 
To gather more specific, localized data, the Region of the Great Bend of the Wabash River 
watershed was divided into ten subwatersheds (Figure 93). These subwatersheds reflect 
specific tributary drainages and similar land uses and hydrology. Land uses, soil types, point 
and non-point watershed concern areas, and historic and current water quality sampling 
locations and results are detailed below for each subwatershed.  
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Figure 93. Ten subwatersheds in the Region of the Great Bend of the Wabash River 
watershed. Data used to create this map are detailed in Appendix A. 
  
4.1 Burnett Creek Subwatershed 
Burnett Creek is the most easterly tributary to the Wabash River within the watershed 
draining portions of White and Tippecanoe counties. The Burnett Creek subwatershed forms 
the northeastern edge of the Region of the Great Bend of the Wabash River watershed and 
includes the town of Battle Ground and the northwestern edge of the City of West Lafayette 
(Figure 94). The Burnett Creek watershed includes two 12-digit HUC watersheds – North 
Fork Burnett Creek (051201080201) and Headwaters Burnett Creek (051201080202) and 
drains 34,396 acres or 53.7 square miles. In total, 139 miles of stream are present within 
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the Burnett Creek subwatershed. Of these, approximately five miles are considered 
impaired for E. coli and impaired biotic communities. 
 

 
Figure 94. Burnett Creek subwatershed. 
Data used to create this map are detailed in Appendix A. 
 
4.1.1 Soils 
Soils in the Burnett Creek subwatershed are dominated by those that are located on steeply 
sloped, easily erodible areas or those that formed under wetland conditions (Figure 95). 
Highly erodible soils cover 10 square miles or 20% of the Burnett Creek subwatershed. A 
majority of these soils are located adjacent to the mainstem of Burnett Creek. This is 
especially concerning due to the extremely high sinuosity present along the length of 
Burnett Creek. An additional 15.6 square miles or 29% of the subwatershed are covered by 
hydric soils. These soils indicate that much of the headwaters of Burnett Creek were 
historically in wetland land uses with nearly 30% of the subwatershed soils developing 
under wetland conditions. Current estimates indicate that wetlands cover approximately 
2.5% of the subwatershed suggesting that less than 10% of historic wetlands are still 
present within the Burnett Creek subwatershed.  
 



Region of the Great Bend of the Wabash River Watershed Management Plan 10 May 2011 
 

Wabash River Enhancement Corporation  Page 160 
ARN #305-9-54 

 
Figure 95. Properties of soils located in the Burnett Creek subwatershed. 
Data used to create this map are detailed in Appendix A. 
 
4.1.2 Land Use  
Agricultural land uses dominate the Burnett Creek subwatershed accounting for 76% of land 
use. Urban land uses including the Town of Battle Ground and residential development 
extending north from West Lafayette and west from Battle Ground account for 10% of the 
subwatershed land use. Forest and wetland land uses account for 13% of the subwatershed, 
while open water in the form of farm ponds covers less than 1% of the Burnett Creek 
subwatershed.  
 
Continued development is a concern in the Burnett Creek subwatershed (Figure 96). Eleven 
entities have subdivisions that have already been platted and partially developed or are 
slated for future development. In total, areas slated for development cover 450 acres or 
approximately 1% of the Burnett Creek subwatershed. When comparing 1992 land cover 
data to 2002 land cover data, approximately 2.75 square miles of agricultural and forested 
land were developed during that time period. This represents 5% of the Burnett Creek 
watershed and suggests that residential and commercial development has doubled in the 
last 15 years. A majority of the development occurred in the southern portion of the 
watershed adjacent to West Lafayette and Battle Ground. Despite this increase in 
development, the Burnett Creek subwatershed remains relatively undeveloped with only 
2.8% of the subwatershed covered by impervious surfaces. Compared to estimates from the 
Center for Watershed Protection (CWP), this is a relatively low impervious percentage 
indicating that runoff from hardscape should not be of great concern in the Burnett Creek 
subwatershed. However, if development continues at a rate of 5% every 10 years, 
impervious coverage could become an issue.  
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A large volume of publicly-owned or publicly-accessible lands are present in the Burnett 
Creek subwatershed (Figure 96). The Cities of West Lafayette and Battle Ground, 
Tippecanoe County, the State of Indiana, NICHES Land Trust, and Purdue Research 
Foundation all own land in the Burnett Creek subwatershed. Additionally, two golf courses 
(Coyote Crossing and Edgewood Glen), three cemeteries, more than 10 churches, and a 
Wolf Park are located within the subwatershed. In total, approximately 5% (2.7 square 
miles) of the Burnett Creek subwatershed are open for public use.  
 

 
Figure 96. Land ownership and land development in the Burnett Creek 
subwatershed. Data used to create this map are detailed in Appendix A. 
 
4.1.3 Point Source Water Quality Issues  
As detailed above, much of the Burnett Creek subwatershed is in agricultural land uses. 
However, as West Lafayette and Battle Ground continue to expand, the subwatershed will 
continue to urbanize. A portion of the subwatershed lies within the MS4 boundary as 
designated by the (pink) line in Figure 97. Two NPDES-permitted facilities are located within 
the subwatershed. These facilities serve the Town of Battle Ground and American Suburban 
Utilities in West Lafayette. Both facilities discharge treated effluent to Burnett Creek. Neither 
facility’s reporting records indicate issues with contamination or non-compliance. Eleven 
leaking underground storage tanks (LUST) are located adjacent to State Road 43 or within 
the City of West Lafayette. One open dump site is located near the northeastern edge of the 
watershed.   
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Figure 97. Point and non-point sources of pollution in the Burnett Creek 
subwatershed. Data used to create this map are detailed in Appendix A. 
 
4.1.4 Non-Point Source Water Quality Issues  
Agricultural land uses dominate the Burnett Creek subwatershed and a corn-soybean 
rotation predominates in the agricultural land use. However, a number of hobby farms and 
pastures are also located within the Burnett Creek subwatershed (Figure 97). Approximately 
300 cattle, llamas, horses, sheep, and goats are located on small farms throughout the 
subwatershed. Livestock have access to approximately 400 feet of stream within the 
subwatershed. Three confined feeding operations are also present in the subwatershed with 
the two active CFOs located in the western portion of the Burnett Creek headwaters and one 
voided CFO northwest of Battle Ground. Streambank erosion and stream buffering are also 
of concern within the Burnett Creek subwatershed. In total, nearly 52 miles of stream 
buffers and 26 miles of streambank stabilization are needed within the subwatershed. An 
additional 2 miles of headwater streams could benefit from the installation of grassed 
waterways. 
 
As detailed above, development pressures are relatively high in the Burnett Creek 
subwatershed. These pressures are detailed in Figure 97 by the unsewered, dense housing 
locations and the Rule 5 and Rule 6 locations. (Rule 5 denotes properties where more than 
one acre of land was disturbed during the land development or alteration process. Rule 6 
projects are those locations where individual stormwater permits are held.) All of these 
development-based, non-point source locations are concentrated within the southern 
portion of the watershed and typically occur south of County Road 800 North.  
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4.1.5 Water Quality Assessment  
Waterbodies within the Burnett Creek subwatershed have been sampled at approximately 
30 locations (Figure 98).  Historic assessments include collection of water chemistry data by 
the Tippecanoe County SWCD (3 sites), the IDEM (4 sites), the Tippecanoe County Health 
Department (1 site), and via volunteer monitors through the Hoosier Riverwatch program (4 
sites). Macroinvertebrate samples have been collected by Hoosier Riverwatch volunteers 
and by the IDEM (1 site), while the fish community has been assessed by Curry and Spacie 
(1 site), Fisher et al. (4 sites), and the IDEM (1 site). Mussel surveys were completed by 
Myers-Kinzie at four sites throughout the subwatershed. Twenty-four sites were sampled as 
part of the Wabash Sampling Blitz and one site is included as part of the current biological 
sampling effort funding by this project. No stream gages are located in the Burnett Creek 
subwatershed. 
 

 
Figure 98. Locations of current or historic water quality data collection in the 
Burnett Creek subwatershed. Data used to create this map are detailed in Appendix A. 
 
Water Chemistry  
Water chemistry data collected from the Burnett Creek subwatershed suggest several 
parameters of concern including: nitrate-nitrogen, orthophosphate and total phosphorus, 
turbidity and suspended solids, and E. coli (Figure 99). Nitrate-nitrogen concentrations 
exceeded the target concentration (2 mg/L) during at least 50% of sample events in Burnett 
Creek at Harrison High School, Burnett Road (9th Street), and County Line Road, and at two 
headwaters unnamed tributaries. High ammonia-nitrogen concentrations occurred in Grant 
Cole Ditch (8.9 mg/L) and in Burnett Creek at County Road 50 West (9.0 mg/L). Total 
phosphorus concentrations were elevated in Burnett Creek at Burnett Road (9th Street), 
County Line Road, County Road 300 West, County Road 50 West, and in the north fork at 
County Road 900 North. E. coli concentrations in excess of the state standard occurred 
during more than 50% of sampling events in Burnett Creek at the Battle Field Museum, 
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Harrison High School, Burnett Road (9th Street), Prophet Street, County Road 600 North; in 
Grant Cole Ditch; and in Beutler Gosma Ditch. Turbidity routinely measured higher than the 
target concentration at all sites where observations occur. This suggests that Burnett Creek 
may contain a high background suspended sediment concentration or that the high sinuosity 
and prevalence of easily erodible soils results in elevated suspended sediment 
concentrations on a routine basis. 
 

 
Figure 99. Water quality impairments in the Burnett Creek subwatershed. Data used 
to create this map are detailed in Appendix A. 
 
Habitat 
Volunteer monitors assessed habitat at two sites within the Burnett Creek subwatershed 
using the Citizen’s Qualitative Habitat Evaluation Index (CQHEI). As previously detailed, the 
CQHEI scores sites based on the presence or absence of specific natural characteristics 
within a stream reach. Although a comparison scale for the CQHEI has not yet been 
developed, Hoosier Riverwatch indicates that scores greater than 60 rate as habitat 
conducive to supporting warm-water biota (IDNR, 2004). Volunteers assessed Burnett 
Creek’s habitat at Harrison High School and at the Tippecanoe Battlefield foot bridge with 
sites scoring 69 and 78 and between 67 and 83, respectively. Both reaches received low 
scores for fish habitat (6 to 10 of 25 total points) and for pool development.   
 
The Qualitative Habitat Evaluation Index (QHEI) was used to evaluate habitat at one site 
during three assessments. The IDEM completed two assessments of habitat using the QHEI 
within the Burnett Creek subwatershed, while Purdue University assessed habitat using the 
QHEI once during the current water quality sampling program. As previously detailed and 
similarly to the CQHEI, the QHEI scores habitat within a reach based on the presence or 
absence of specific characteristics. Streams with QHEI scores greater than 51 are 
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considered to be fully supporting of their aquatic life use designation. IDEM Assessments 
occurred in 1991 and 1999 with both conducted in Burnett Creek at Burnett Road. Scores 
(71 and 57, respectively) indicate good quality habitat that is fully in support of the stream’s 
designated aquatic life use. Reductions in substrate and cover scores (18 to 12 and 15 to 7, 
respectively) suggest that habitat may be declining within Burnett Creek; however, changes 
may also be due to variation in individual scoring. Overall, riparian, channel, pool, and 
gradient scores indicate that habitat quality is high within this reach of Burnett Creek. Lack 
of riffles in this reach and substrate which is increasingly covered by silt may inhibit habitat. 
Additionally, three Purdue field personnel completed QHEI assessments during the June 
2010 fish sampling. The mean of those scores was calculated to assign a QHEI score for the 
site. The mean QHEI score for Burnett Creek at Burnett Road was 69. This score falls within 
the range scored by IDEM personnel and indicates that the stream fully supports its aquatic 
life use designation at this site.  
 
Fish 
The IDEM assessed the fish community twice during 1999 at Burnett Road, while Curry and 
Spacie (1972) and Fisher et al. (1994) assessed one and four sites, respectively. IDEM data 
indicate that the fish community in Burnett Creek rates as poor scoring 24-28 using the IBI. 
At the time of the assessment, the community was dominated by tolerant, pioneer species. 
Curry and Spacie (1972) and Fisher et al. (1994) collected community data but did not 
calculate IBI scores during their assessments. Species lists during both assessments were 
similar to those observed during IDEM assessments. 
 
Purdue field personnel sampled the fish community on multiple occasions in 2009 and 2010.  
Sampling methods followed Simon (1991). IBI scores were calculated for each sampling 
event.  In 2009, sample collection occurred as follows: Sample I - June 11; Sample II – July 
20; Sample III – September 15; and Sample IV – November 6. The 2010 samples were 
collected as follows: Sample V – March 22; Sample VI – June 21; Sample VII – August 13; 
and Sample VIII – November 1. Burnett Creek at Burnett Road had an overall mean IBI 
score of 46, which indicates the community rates as good-fair. There were some obvious 
seasonal trends in IBI scores. This high average IBI score ties with Flint Creek for the 
highest quality fish community present within the watershed. The IBI’s in the spring and 
early summer were lower and scores increased as the season progressed. The IBI was 
highly variable throughout the sampling period with samples ranging from 34 (poor) to 50 
(good). The catch was dominated by western blacknose dace, creek chubs, and mottled 
sculpins.  
 
Macroinvertebrates 
The macroinvertebrate community within Burnett Creek was sampled twice by the IDEM. 
Sampling occurred once in 1991 and again in 1999 with both sample events occurring at 
Burnett Road. The macroinvertebrate community rated as slightly impaired during both 
assessments scoring 5.6 and 5.4, respectively. The community was dominated by 
Hydropsychidae, a relatively-tolerant caddisfly species. Individual metrics indicate low 
Hilsenhoff Biotic Index (HBI) scores, moderate diversity, high density, and communities 
dominated by high quality taxa.  
 
Burnett Creek was sampled four times in 2009 and four times in 2010 by Purdue field 
personnel simultaneous to fish sampling as indicated above. Burnett Creek had a mean 
mIBI score of 3.4 which indicates that Burnett Creek’s macroinvertebrate community is 
moderately impaired. This low score rates Burnett Creek as the third worst community 
present in the watershed score better than only Kellerman Lea Ming Ditch and Little Pine 
Creek. mIBI scores ranged from 0.8 during the June 2009 assessment to 5.2 during the 
October 2009 assessment. In addition, the mean HBI score was 5.3, indicating that there is 
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a large number of pollution tolerant species present. The HBI scores calculated for Burnett 
Creek were the highest calculated during this assessment. The macroinvertebrates were 
dominated by Chironomidae and Simuliidae which are both tolerant dipteran (i.e., fly) 
families.  
 
Mussels  
Myers-Kinzie assessed the mussel community at four locations with the Burnett Creek 
subwatershed. During the surveys, one species was identified in both fresh dead and 
weathered dead shells. The cylindrical papershell (Anodontoides ferussacianus) is a 
headwaters species typical of small streams and rivers.  
 
4.1.6 Burnett Creek Subwatershed Summary 
The Burnett Creek subwatershed is facing development pressures from the City of West 
Lafayette. Much of the headwaters of Burnett Creek are used for row crop agriculture, while 
downstream portions contain a mix of agriculture, subdivisions, and natural areas. Burnett 
Creek’s predominance of highly and potentially highly erodible soils located on steeply 
sloped lands drained by highly sinuous streams generates a high bed load within Burnett 
Creek. The continued movement of sediments creates streambank erosion issues within the 
mainstem and tributaries of Burnett Creek. The high quality habitat is often overshadowed 
by high sediment concentrations generating moderately impaired biotic communities.  
 
4.2 Cedar Hollow-Wabash River Subwatershed 
The Cedar Hollow-Wabash River subwatershed is located directly south of the Burnett Creek 
subwatershed covering a majority of the Cities of Lafayette and West Lafayette located in 
the watershed (Figure 93). The Cedar Hollow-Wabash River subwatershed forms the eastern 
boundary of the Region of the Great Bend of the Wabash River watershed beginning 
immediately downstream of the confluence of Wildcat Creek and the Wabash River. The 
subwatershed includes one 12-digit HUC watershed (051201080203) and drains 
approximately 14,700 acres of 23 square miles (Figure 100). Several small tributaries 
including Cedar Hollow, which is locally known as Happy Hollow, Durkee’s Run, and the 
unnamed outlet stream from the City of West Lafayette’s wastewater treatment plant drain 
into the Wabash River within this subwatershed. In total 11.2 miles of tributaries and 10 
miles of the Wabash River are located within the Cedar Hollow-Wabash River subwatershed. 
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Figure 100. Cedar Hollow-Wabash River subwatershed. 
Data used to create this map are detailed in Appendix A. 
 
4.2.1 Soils 
Highly erodible and potentially highly erodible soils predominate in the Cedar Hollow-
Wabash River subwatershed (Figure 101). Highly erodible soils cover 2.7 square miles or 
approximately 9% of the subwatershed, while potentially highly erodible soils cover 6.4 
square miles or approximately 28% of the subwatershed. Highly erodible soils cover the 
northern portion of the watershed from the north subwatershed boundary south to 
Woodfield Boulevard, border North River Road, and cover a majority of the Happy Hollow 
and Durkee’s Run drainages. Potentially highly erodible soils cover a majority of the City of 
Lafayette from the subwatershed’s eastern and southern boundaries to approximately 
Elmwood and Sheridan streets. Similarly, PHES cover the northern portion of the City of 
West Lafayette extending south from Woodfield Boulevard to approximately Meridian Street. 
The relatively high percentage of erodible soils is concerning when coupled with the high 
level of development and predominance of impervious surfaces within the subwatershed. 
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Figure 101. Properties of soils located in the Cedar Hollow-Wabash River 
subwatershed. Data used to create this map are detailed in Appendix A. 
 
The presence of two steeply sloped drainages, Happy Hollow and Durkee’s Run, located on 
highly erodible and potentially highly erodible soils resulted in the formation of deltas within 
the Wabash River. Richardson and West (1977) studied the deltas at the mouths of Happy 
Hollow and Durkee’s Run in an effort to determine their impact on the Wabash River. As 
detailed in Figure 102, deltas formed at the mouths of these two tributaries result in 
displacement of the Wabash River. In the case of Happy Hollow, a braided channel strongly 
displaced from its original channel results. Conversely, in Durkee’s Run a delta formed, 
however; no resultant channel offset in the Wabash River occurred. Richardson and West 
(1977) noted no increase in primary delta formation rate or size over their aerial 
photograph observation period (1920 to 1971). 
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Figure 102. Deltas observed at the mouths of Happy Hollow and Durkee’s Run in 
1974.  Source: Richardson and West, 1977. 
 
4.2.2 Land Use  
Urban land uses dominate the Cedar Hollow-Wabash River subwatershed (Figure 103). 
Urban land uses account for nearly 65% of land making this subwatershed the most urban. 
The Cedar Hollow-Wabash River subwatershed also contains the most open water with 4.5% 
of the watershed located within the Wabash River, its floodplain, or in borrow pits or 
manmade water features. The remaining land use is nearly equally divided between 
agricultural and natural land uses with 12% of land in agricultural uses and 18% in natural 
uses such as forests or wetlands. Nearly 30% of the subwatershed is covered by impervious 
surfaces, which is the highest impervious coverage of any subwatershed. Compared to 
estimates from the Center for Watershed Protection (CWP), this is a relatively high 
impervious percentage indicating that runoff from hardscape should be considered of high 
concern in the Cedar Creek-Wabash River subwatershed. This suggests that continued 
development of the subwatershed could impair water quality. When comparing 1992 and 
2002 land cover data, approximately 14% of the subwatershed was developed during that 
time period. The development rate in the Cedar Creek-Wabash River is the second highest 
within any of the subwatersheds. If development continues at that rate, the Cedar Creek-
Wabash River subwatershed will be fully developed by 2022.  
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Figure 103. Land ownership in the Cedar Hollow-Wabash River subwatershed. 
Data used to create this map are detailed in Appendix A. 
 
A large volume of publicly-owned or publicly-accessible lands are present in the Cedar 
Hollow-Wabash River subwatershed (Figure 103). The Cities of West Lafayette and 
Lafayette, Tippecanoe County, the State of Indiana, Purdue University, and Purdue Research 
Foundation all own land in the Cedar Hollow-Wabash River subwatershed. Additionally, five 
cemeteries, more than 30 churches, and several commercially-owned properties are located 
within the subwatershed. Commercial owners include Eli Lilly (now Evonik Industries AG), 
Cargill Incorporated, Alcoa Inc., CSX Transportation, and Fairfield Builders Supply 
Corporation. Although many of these large commercial properties, especially Eli Lilly, 
contain publicly accessible, open space these areas are not considered publicly-owned or 
publicly-accessible land. In total, approximately 25% (5.7 square miles) of the Cedar 
Hollow-Wabash River subwatershed are open for public use.  
 
4.2.3 Point Source Water Quality Issues  
As detailed above, much of the Cedar Creek-Wabash River subwatershed is in urban land 
uses. Nearly the entire subwatershed lies within the MS4 boundary as designated by the 
pink line (Figure 104). Stormwater issues are of concern within this subwatershed with all of 
the combined sewer overflows (CSO) from the cities of West Lafayette and Lafayette 
draining to the Wabash River within this subwatershed. Additionally, eleven entities 
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maintained a Rule 6 individual property stormwater permit within the last five years and 
eleven NPDES-permitted facilities are located within the subwatershed. All of the facilities 
discharge treated effluent to the Wabash River. None of the facilities’ reporting records 
indicate issues with contamination or non-compliance. Approximately 75 leaking 
underground storage tanks (LUST) and 15 brownfields are located within the subwatershed. 
Additionally, the only superfund site identified within the watershed occurs in the Cedar 
Creek-Wabash River subwatershed.  
 

 
Figure 104. Point and non-point sources of pollution in the Cedar Creek-Wabash 
River subwatershed. Data used to create this map are detailed in Appendix A. 
 
4.2.4 Non-Point Source Water Quality Issues  
Agricultural land uses are limited within the Cedar Creek-Wabash River subwatershed. 
Despite this, a number of hobby farms and pastures are also located within the 
subwatershed (Figure 104). Approximately 20 horses are located on small farms throughout 
the subwatershed. None of these animals have access to a waterbody within the Cedar 
Creek-Wabash River subwatershed. Streambank erosion is of a concern along tributaries 
and the Wabash River within the subwatershed. Nearly 3 miles of tributary streambank and 
8 miles of the Wabash River require stabilization. Additionally, nearly 56 acres of land within 
120 feet of the Wabash River remain unbuffered. 
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As detailed above, development pressures continue to be relatively high in the Cedar Creek-
Wabash River subwatershed. These pressures are detailed in Figure 104 by the Rule 5 
locations. (Rule 5 denotes properties where more than one acre of land was disturbed 
during the land development or alteration process.) These development-based pressures 
are scattered throughout the urban core in the Cedar Creek-Wabash River subwatershed. 
 
4.2.5 Water Quality Assessment  
Waterbodies within the Cedar Hollow-Wabash River subwatershed have been sampled at 
approximately 20 locations (Figure 105). Four sites were sampled as part of the Wabash 
Sampling Blitz. All samples were collected from the Wabash River with three sites located on 
Durkee’s Run.  Historic assessments include collection of water chemistry data by the 
Tippecanoe County SWCD (1 site), the IDEM (2 sites), the Cities of Lafayette (5 sites) and 
West Lafayette (3 sites), and via volunteer monitors through the Hoosier Riverwatch 
program (3 sites). Macroinvertebrate samples have been collected by Hoosier Riverwatch 
volunteers and by Commonwealth Biomonitoring (10 sites), while the fish community has 
been assessed by Curry and Spacie (4 sites), Fisher et al. (5 sites), the IDNR (1 site), and 
Pyron and Lauer (4 sites). The USGS maintains a stream gage on the Wabash River at the 
Brown Street bridge. 
 
Water Chemistry  
Water chemistry data was collected from two streams in the Cedar Hollow-Wabash River 
subwatershed: Durkee’s Run and the Wabash River. Results from these samplings suggest 
several parameters of concern including: turbidity/suspended solids, total Kjeldahl nitrogen, 
and E. coli (Figure 106). Samples from Durkee’s Run were collected multiple times during a 
storm sampling event targeted at determining the impacts of combined sewer overflows on 
the stream and once as part of the Wabash Sampling Blitz. During the stormwater 
assessment, E. coli concentrations routinely exceeded the state standard reaching 
concentrations as high as 224,000 colonies/100 mL. The blitz sample measured below the 
state standard. Total Kjeldahl nitrogen (TKN) concentrations were also elevated during the 
storm sampling event with concentrations measuring between 0.82 and 6.4 mg/L. These 
data suggest that during base flow conditions, Durkee’s Run likely meets water quality 
goals; however, under storm conditions water quality within Durkee’s Run is likely poor. 



Region of the Great Bend of the Wabash River Watershed Management Plan 10 May 2011 
 

Wabash River Enhancement Corporation  Page 173 
ARN #305-9-54 

 
Figure 105. Locations of current or historic water quality data collection in the 
Cedar Creek-Wabash River subwatershed.  
Data used to create this map are detailed in Appendix A. 
 
Water chemistry samples are routinely collected under varying conditions in the Wabash 
River in the Cedar Hollow-Wabash River watershed. The City of West Lafayette collects 
samples weekly during the growing season from three locations - US 52, US 231, and Riehle 
Plaza/Pedestrian Bridge. The City of Lafayette sampled these same sites during an effort 
targeting stormwater sample collection and CSO impact assessment. The Health 
Department also collects weekly samples at Davis Ferry Bridge. Additional samples have 
been collected by Hoosier Riverwatch volunteers, the DNR, the IDEM, and Wabash Sampling 
Blitz volunteers at these sites as well as at Mascouten Park. During each of these 
assessments, turbidity and E. coli concentrations measured in excess of recommended 
concentrations and/or the state standard. All turbidity measurements recorded within this 
reach of the Wabash River were in excess of 15 NTU with concentrations measuring as high 
as 120 NTU. Concentrations averaged 35 NTU with no pattern of increasing or decreasing 
concentration from upstream to downstream. E. coli concentrations were generally in excess 
of the state standard measuring as high as 20,000 colonies/100 mL during storm flow and 
933 colonies/100 mL during base flow conditions.  
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Figure 106. Water quality impairments in the Cedar Creek-Wabash River 
subwatershed. Data used to create this map are detailed in Appendix A. 
 
Habitat 
IDEM used the Qualitative Habitat Evaluation Index (QHEI) to evaluate habitat at one site 
(Wabash River at Mascouten Park) during three assessments. As previously detailed the 
QHEI scores habitat within a reach based on the presence or absence of specific 
characteristics. Streams with QHEI scores greater than 51 are considered to be fully 
supporting of their aquatic life use designation. IDEM Assessments occurred in 1991 and 
1999 (twice). Scores (61-74) indicate good quality habitat that is fully in support of the 
streams designated aquatic life use.  
 
Fish 
Ball State University assessed the fish community once annually in 2008, while Curry and 
Spacie (1972) and Fisher et al. (1994) assessed four and five sites, respectively, and IDNR 
assessed the community at two sites. All of the data suggest that the fish community 
present in this reach of the Wabash River rate as fair to good. IBI scores ranged from 45 to 
49 (good) with 17 to 32 species collected within each sampling event.  
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Macroinvertebrates 
The macroinvertebrate community within the Wabash River at Mascouten Park was sampled 
twice by the IDEM. Sampling occurred once in 1991 and again in 1999 with both sample 
events occurring at Mascouten Park. The macroinvertebrate community rated as severely 
(1.6) and moderately (2.6) impaired, respectively. The community was dominated by 
Chironomidae, a very tolerant fly species.  Individual metrics indicate low Hilsenhoff Biotic 
Index (HBI) scores, moderate diversity, low density, and communities dominated by poor 
quality taxa. Annual assessment of the macroinvertebrate community by Commonwealth 
Biomonitoring occurred at 10 sites from 1995-2010. Data suggest that water quality within 
the Wabash River is highly variable from year to year. Commonwealth Biomonitoring (2010) 
indicate that water quality was noticeably impaired in 2001 and 2002 with 2003 to 2010 
data indicating improvements in water quality. Most notably, the community at the site 
downstream of the Lafayette Wastewater Treatment Plant and Durkee Run CSO outfalls was 
noticeably improved in 2010. 
 
4.2.6 Cedar Creek-Wabash River Subwatershed Summary 
The Cedar Creek-Wabash River subwatershed comprises the core urban lands within the 
Cities of Lafayette and West Lafayette. As such, much of the land use is commercial or 
residential and large tracts of land are owned by the municipalities, Purdue University, and 
large commercial entities. This reach of the Wabash River is subjected to multiple combined 
sewer overflows annually from both the City of Lafayette and the City of West Lafayette. 
Both cities are in the midst of implementing plans to curtail CSO and stormwater issues. 
Small, intermittent tributaries and storm drains carry water to the Wabash River within this 
subwatershed. The quality of water in these tributaries is relatively poor based on limited 
water quality assessments completed historically. Fish communities within the Wabash River 
are of high quality; however, elevated nutrient, sediment, and pathogen concentrations 
could present long-term issues for biota within the river. 
 
4.3 Wea Creek Subwatershed 
Wea Creek is the largest tributary to the Wabash River within the Region of the Great Bend 
watershed. Wea Creek and its tributaries form the southern and eastern boundaries of the 
watershed covering portions of Tippecanoe and Montgomery counties. The subwatershed 
includes the southwestern edge of the City of Lafayette, much of incorporated Shadeland, 
all of the towns of Linden, Romney, and portions of the towns of New Richmond, Clark’s Hill, 
and Dayton. The Wea Creek watershed includes six 12-digit HUC watersheds – Romney 
Fraley Ditch (HUC 051201080101), East Branch Wea Creek (HUC 051201080102), Haywood 
Ditch-Wea Creek (HUC 051201080103), Elliot Ditch (HUC 051201080104), Little Wea Creek 
(HUC 051201080104), and Kenny Ditch-Wea Creek (HUC 051201080106) and drains 
104,550 acres or 163.2 square miles (Figure 107). The Elliot Ditch subwatershed is 
discussed separately due to its unique location and water quality concerns. In total, 292 
miles of stream are present within the Wea Creek subwatershed. Of these, approximately 
20 miles are considered impaired for E. coli, mercury, and PCBs. 
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Figure 107. Wea Creek subwatershed.  
Data used to create this map are detailed in Appendix A. 
 
4.3.1 Soils 
Soils that formed under wetland conditions or those that are located on steeply sloped areas 
are prevalent in the Wea Creek subwatershed (Figure 108). Highly erodible soils cover 27 
square miles or 18% of the Wea Creek subwatershed, while approximately 5 square miles 
or 3.5% of the watershed are covered by potentially highly erodible soils. These soils are 
located throughout the watershed and are generally located away from tributaries or the 
mainstem of Wea Creek. An additional 52 square miles or 36% of the subwatershed are 
covered by hydric soils. These soils generally lie adjacent to the mainstem of Wea Creek, 
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Little Wea Creek, and several tributaries adjacent to the existing floodplain. Additionally, 
hydric soils located throughout the watershed indicate that much of the headwaters of Wea 
Creek were historically in wetland land uses. Current estimates indicate that wetlands cover 
approximately 2.5% of the subwatershed suggesting that approximately 6% of historic 
wetlands are still present within the Wea Creek subwatershed.  
 

 
Figure 108. Properties of soils located in the Wea Creek subwatershed. 
Data used to create this map are detailed in Appendix A. 
 
4.3.2 Land Use  
Agricultural land uses dominate the Wea Creek subwatershed accounting for 80% of land 
use. Urban land uses including the Towns of Linden, Romney and portions of Clark’s Hill, 
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New Richmond, and Dayton account for 7.5% of the subwatershed land use. Forest and 
wetland land uses account for 8% of the subwatershed, while open water in the form of 
farm ponds covers less than 1% of the Wea Creek subwatershed.  
 
Continued development is a concern in the northern portion of the Wea Creek subwatershed 
(Figure 109). Eleven entities have subdivisions that have already been platted and partially 
developed or are slated for future development. In total, areas slated for development cover 
two square miles or approximately 1.5% of the Wea Creek subwatershed. When comparing 
1992 land cover data to 2002 land cover data, approximately 1.1 square miles of 
agricultural and forested land were developed during that time period. This represents 1.2% 
of the Wea Creek watershed. A majority of the development occurred in the northern 
portion of the subwatershed adjacent to Lafayette and Shadeland. Despite this increase in 
development, the Wea Creek subwatershed remains relatively undeveloped with only 3% of 
the subwatershed covered by impervious surfaces. Compared to estimates from the Center 
for Watershed Protection (CWP), this is a relatively low impervious percentage indicating 
that runoff from hardscape should not be of great concern in the Wea Creek subwatershed.  
 
A variety of publicly-owned or publicly-accessible lands are present in the Wea Creek 
subwatershed (Figure 109). The Cities of Lafayette, Shadeland, New Richmond, and Linden, 
Tippecanoe County, the State of Indiana, The Nature Conservancy, Purdue University, and 
Purdue Research Foundation all own land in the Wea Creek subwatershed. Fifteen 
cemeteries, more than 10 churches, and several large commercial properties are also 
located within the subwatershed. In total, approximately 1% (1.6 square miles) of the Wea 
Creek subwatershed is open for public use.  
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Figure 109. Land ownership and land development in the Wea Creek 
subwatershed. Data used to create this map are detailed in Appendix A. 
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4.3.3 Point Source Water Quality Issues  
As detailed above, much of the Wea Creek subwatershed is in agricultural land uses. 
However, as Lafayette continues to expand south, the subwatershed will continue to 
urbanize. A portion of the subwatershed lies within the MS4 boundary as designated by the 
(pink) line in Figure 110. Five NPDES-permitted facilities are located within the 
subwatershed. These facilities serve the Town of Linden, Shadeland and Royal Oaks Estates 
mobile home parks, Montoyne Elementary, and Evonik (formerly Eli Lilly). None of the 
facilities’ reporting records indicate issues with contamination or non-compliance. These 
facilities discharge treated effluent to Wea Creek, Stoddard Ditch, and unnamed tributaries. 
Five leaking underground storage tanks (LUST) are located within the subwatershed with 
most of them located at Eli Lilly or within Linden.  
 
4.3.4 Non-Point Source Water Quality Issues  
Agricultural land uses dominate the Wea Creek subwatershed and a corn-soybean rotation 
predominates in the agricultural land use. However, a number of hobby farms and pastures 
are also located within the Wea Creek subwatershed (Figure 110). Approximately 1,100 
cattle, llamas, horses, sheep, and goats are located on small farms throughout the 
subwatershed. Livestock have access to approximately 5 miles of stream within the Wea 
subwatershed. Nineteen confined feeding operations are also present in the subwatershed 
with the nine active CFOs located in the headwaters of Little Wea Creek, Dismal Ditch, and 
Romney-Fraley Ditch. Streambank erosion and buffer limitations are a problem within the 
Wea Creek subwatershed. In total, 172 miles of streambank need to be buffered while 116 
miles of stream are eroding. An additional 4.5 miles of waterway would benefit from the 
installation of grassed waterways. 
 
As detailed above, development pressures are relatively high in the Wea Creek 
subwatershed. These pressures are detailed in Figure 110 by the unsewered, dense housing 
locations and the Rule 5 and Rule 6 locations. (Rule 5 denotes properties where more than 
one acre of land was disturbed during the land development or alteration process. Rule 6 
projects are those locations where individual stormwater permits are held.) All of these 
development-based, non-point source locations are concentrated within the northern portion 
of the watershed and typically occur within the East Branch of Wea Creek watershed near 
the southern edge of the City of Lafayette. 
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Figure 110. Point and non-point sources of pollution in the Wea Creek 
subwatershed. Data used to create this map are detailed in Appendix A. 
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4.3.5 Water Quality Assessment  
Waterbodies within the Wea Creek subwatershed have been sampled at approximately 70 
locations (Figure 111). Historic assessments include collection of water chemistry data by 
the Tippecanoe County SWCD (14 sites), the IDEM (4 sites), the Tippecanoe County Health 
Department (1 site), and via volunteer monitors through the Hoosier Riverwatch program (4 
sites). Macroinvertebrate samples have been collected by Hoosier Riverwatch volunteers 
and by the IDEM (2 sites), while the fish community has been assessed by Curry and Spacie 
(10 sites) and by Fisher et al. (14 sites). Mussel surveys were completed by Myers-Kinzie at 
14 sites throughout the subwatershed. Sixty sites were sampled as part of the Wabash 
Sampling Blitz and one site is included as part of the current biological and water chemistry 
sampling effort funding by this project. A stream gage is located on Little Wea Creek at 
County Road 800 South.  
 
Water Chemistry  
Water chemistry data collected from the Wea Creek subwatershed suggest several 
parameters of concern including: nitrate-nitrogen, orthophosphate, turbidity, and E. coli 
(Figure 112). Nitrate-nitrogen concentrations exceeded the target concentration (2 mg/L) 
during at least 50% of sample events in Wea Creek at US 231 South, Flatt Ditch at County 
Road 500 East, in Moses Baker Ditch at County Road 1000 South, and in Stoddard Ditch at 
County Road 1100 South and Bennett Road. Concentrations in Stoddard Ditch measured 
24.5 and 10.9 mg/L, respectively. Orthophosphate concentrations were elevated in 
Stoddard Ditch at County Road 1100 North and at Bennett Road, in Haywood Ditch at State 
Road 28, in Romney-Fraley Ditch at County Road 1200 North and US 231, and in an 
unnamed tributary to Wea Creek at County Road 150 East. E. coli concentrations in excess 
of the state standard occurred during more than 50% of sampling events in Wea Creek at 
Mar-Len Park, County Road 200 South, State Road 28, and at County Road 800 South; in 
East Branch Little Wea at County Road 350 East; in Little Wea at County Road 800 South, in 
Woodham Ditch at County Road 725 South, in Kellerman Lea Ming Ditch at State Road 28, 
in Haywood Ditch at State Road 28, and in Hallstein Ditch at State Road 28. Turbidity 
routinely measured higher than the target concentration in Wea Creek at Mar-Len Park, at 
County Road 200 South, at US 231 South, and at County Road 800 South. This suggests 
that the mainstem of Wea Creek may contain a high background suspended sediment 
concentration or that the high sinuosity and prevalence of easily erodible soils results in 
elevated suspended sediment concentrations on a routine basis. 
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Figure 111. Locations of current or historic water quality data collection in the 
Wea Creek subwatershed. Data used to create this map are detailed in Appendix A. 
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Figure 112. Water quality impairments in the Wea Creek subwatershed.  
Data used to create this map are detailed in Appendix A. 
 
Habitat 
Volunteer monitors assessed habitat at three sites within the Wea Creek subwatershed 
using the Citizen’s Qualitative Habitat Evaluation Index (CQHEI). As previously detailed, the 
CQHEI scores sites based on the presence or absence of specific natural characteristics 
within a stream reach. Although a comparison scale for the CQHEI has not yet been 
developed, Hoosier Riverwatch indicates that scores greater than 60 rate as habitat 
conducive to supporting warm-water biota (IDNR, 2004). Volunteers assessed Wea Creek’s 
habitat at US 231, at State Road 25, and at County Road 150 East with sites scoring 
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between 95 and 100, 85, and 83, respectively. All three reaches score very high with fish 
cover and depth and velocity scoring poorly at the CR 150 East reach.   
 
The Qualitative Habitat Evaluation Index (QHEI) was used to evaluate habitat at four sites 
during three assessments. The IDEM completed three assessments of habitat using the 
QHEI within the Wea Creek subwatershed, while Myers-Kinzie assessed habitat using the 
QHEI at three sites while assessing the mussel community. As previously detailed and 
similarly to the CQHEI the QHEI scores habitat within a reach based on the presence or 
absence of specific characteristics. Streams with QHEI scores greater than 51 are 
considered to be fully supporting of their aquatic life use designation. IDEM Assessments 
occurred in 1991 and 1999 in Wea Creek at County Road 1B and in 1991 at State Road 25. 
Scores (75, 82, 70 respectively) indicate good quality habitat that is fully in support of the 
streams designated aquatic life use. Limited riparian development and poor riffle-pool 
complex development limited habitat at these reaches. During Myers-Kinzie’s habitat 
assessments, habitat also rated well with scores at State Road 25, County Road 800 South, 
and US 231 rating 66, 65, and 57, respectively. A general lack of instream cover and poor 
riffle development limited habitat within these three reaches.  
 
Three Purdue field personnel completed QHEI assessments during the June 2010 fish 
sampling event, and the mean of those scores was calculated to determine QHEI scores for 
each site visited in the subwatershed. The mean QHEI scores ranged from 32 for Little Wea 
Creek at County Road 800 South to 63 for East Branch Wea Creek at County Road 350 East.  
Kellerman Lea Ming Ditch at State Road 28 rated between those scores with a mean score 
of 47.5. East Branch Wea Creek scored the highest due to its well-developed riffle-run-pool 
sequence and moderate sinuosity. The pools at East Branch Wea Creek also typically 
contained structure in the form of woody debris. Little Wea Creek contained moderate flow, 
but it was significantly channelized and entrenched. There was a riffle present at the Little 
Wea Creek site, and it remained free of sediment throughout our sampling period. 
Kellerman Lea Ming Ditch was channelized and entrenched as well; however, a riffle present 
during extremely low water conditions provides moderate habitat. The substrate throughout 
the Kellerman Lea Ming Ditch site was sand and silt as well as large amounts of rotting 
organic material.   
 
Fish 
Curry and Spacie (1972) and Fisher et al. (1994) assessed the fish community of the Wea 
Creek subwatershed at 10 and 14 sites, respectively. Purdue field personnel sampled the 
fish community on multiple occasions in 2009 and 2010.  Sampling methods followed Simon 
(1991). IBI scores were calculated for each sampling event. In 2009, sample collection 
occurred as follows: Sample I - June 10, 11, 16, 18, 19, and 23; Sample II – July 20, 21, 
22, and 23; Sample III – September 15, 16, 18, and 23; and Sample IV – November 4, 5, 
and 6. The 2010 samples were collected as follows: Sample V – March 19, 20, and 22; 
Sample VI – June 18 and 21; Sample VII – August 10, 11, 12, and 13; and Sample VIII – 
October 30, 31, and November 1. Fish community assessment of Little Wea Creek at County 
Road 800 South, East Branch Wea Creek at County Road 350 East, and Kellerman Lea Ming 
Ditch at State Road 28 resulted in mean IBI scores of 40, 44, and 37, respectively. All 
scores fell within the poor category. Kellerman Lea Ming Ditch score a mean IBI of 37 falling 
at the low end of all sites sampled. Kellerman Lea Ming Ditch’s scores measured the same 
as Little Pine Creek and higher than only Kickapoo Creek. Mean score for Kellerman Lea 
Ming Ditch provide only a portion of the whole picture as IBI scores ranged from 30 (poor) 
to 48 (good) indicating a wide range of scores throughout the sample season. These results 
suggest that under specific conditions, the fish communities within Kellerman Lea Ming 
Ditch are on par with communities present in streams which contain higher quality habitat. 
East Branch Wea Creek had the highest mean IBI score (44) within the Wea Creek 
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watershed with scores ranging from 40 to 50; however, East Branch Wea Creek ranked 
fourth among all the sites in the watershed. Little Wea Creek had a mean IBI score just 
below that of East Branch Wea Creek with a score of 40 (range 30 – 48).  
 
The fish communities present throughout the Wea Creek subwatershed varied as much as 
their IBI scores. Little Wea Creek was dominated by mottled sculpin, central stonerollers, 
bluntnose minnows, creek chubs, and rock bass. Despite having a relatively small riffle 
present at Little Wea Creek, the diversity of darters was high, and five of the six species 
collected during the study. East Branch Wea Creek was dominated by bluntnose minnows, 
creek chubs, central stonerollers, and mottled sculpins. Kellerman Lea Ming Ditch contained 
low species abundances comprised of mostly tolerant species, including white suckers, 
bluntnose minnows, creek chubs, and mottled sculpins. Only 21 individual darters were 
collected in Kellerman Lea Ming Ditch compared to 312 at East Branch Wea and 216 at Little 
Wea over the same sample period. Data from Curry and Spacie, Fisher, and current 
assessment are not yet available. Results will be added as they become available. 
 
Macroinvertebrates 
The macroinvertebrate community within Wea Creek was sampled three times by the IDEM. 
Sampling occurred at two sites in 1991 (County Road 1B and State Road 25) and again at 
one site in 1999 (County Road 1B). The macroinvertebrate community rated as slightly and 
moderately impaired during the 1991 and 1999 assessments at CR 1B scoring 5.6 and 3.0, 
respectively. During the 1991 assessment, the community was dominated by Philoptomidae, 
a moderately-tolerant caddisfly species and the community displayed relatively low density 
and diversity.  During the 1999 assessment, Chironomidae dominated the community 
accounting for a majority of individuals collected. The community at State Road 25 rated as 
slightly impaired scoring 4.6. Generally, this community lacked diversity with those species 
present being relatively tolerant. 
 
Purdue field personnel sampled Little Wea Creek at County Road 800, East Branch Wea 
Creek at County Road 350, and Kellerman Lea Ming Ditch at State Road 28 four times in 
2009 and four times in 2010. Little Wea Creek possessed a mean mIBI score of 3.9 with 
scores ranging from 1.8 during the June 2010 assessment to 5.4 during the November 2009 
assessment and a mean HBI score of 4.95. The mIBI for Little Wea Creek indicated 
moderate impairment. The dominate taxa that contributed to the low mean HBI included 
members of the Elmidae (riffle beetle, 951 individuals), Chironomidae (non-biting midge, 
1939 individuals), Baetidae (mayfly, 355 individuals), and Hydropsychidae (caddisfly, 1440 
individuals). East Branch Wea had a mean mIBI score of 4.4 which indicates that it is 
slightly impaired. mIBI scores ranged from 3.4 during the June 2009 and 5.8 during the July 
2010 assessment. The mean HBI score was 4.4 with similar taxa contributing to the overall 
tolerance score. Dominant aquatic macroinvertebrate abundances for East Branch Wea 
included members of the Elmidae (riffle beetle, 904 individuals), Chironomidae (non-biting 
midge, 1201 individuals), Baetidae (mayfly, 903 individuals), and Hydropsychidae 
(caddisfly, 1196 individuals) families. Kellerman Lea Ming Ditch had a mean mIBI score of 
1.5 and a mean HBI score of 5.6, which indicates that the stream was severely impaired 
with a high abundance of tolerant taxa. Kellerman Lea Ming Ditch scored the poorest of any 
stream sampled within the watershed. mIBI scores ranged from 0.4 during the June 2009 
and November 2009 to 3.0 during the June 2009 assessment. The dominate taxa in the 
macroinvertebrate samples were members of the Chironomidae (non-biting midge, 1916 
individuals) and Hydroptilidae (caddisfly, 81 individuals) families. 
 
Mussels  
Myers-Kinzie assessed the mussel community at 14 locations with the Wea Creek 
subwatershed. During the surveys, eight species were found in live, weathered dead, or 
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fresh dead conditions. Only three sites were absent of mussels. Five sites, Wea Creek at 
County Road 100 East, County Road 200 East, County Road 800 South, US 231, and 
Kellerman Lea Ming Ditch at State Road 28, contained six or more species. All observed 
mussels represent typical headwater species. 
 
4.3.6 Wea Creek Subwatershed Summary 
Wea Creek possesses one of the largest drainage of any of the Wabash River tributaries 
within the Region of the Great Bend of the Wabash River watershed. Much of Wea Creek’s 
watershed is used for row crop agriculture with small developments and remnant forests 
scattered throughout the subwatershed. The northern portion of the subwatershed is 
included in the southern edge of the City of Lafayette while much of the southern portion of 
the watershed is used for livestock production. Water quality within the Wea Creek 
subwatershed varies greatly. Multiple impairments for elevated nutrient, sediment, and 
pathogen concentrations occur throughout the subwatershed. Similarly, biotic communities 
vary more often reflecting habitat conditions rather than water quality concerns. 
 
4.4 Elliot Ditch-Wea Creek Subwatershed 
Elliot Ditch is the main urban tributary to Wea Creek and forms a portion of the eastern 
boundary of the watershed. The Elliot Ditch-Wea Creek subwatershed includes one HUC 
watershed (HUC 051201080104) and drains 11,850 acres or 18.5 square miles (Figure 
113). In total, there are 36.2 miles of streams within the Elliot Ditch subwatershed. Of 
these, six miles are impaired for impaired biotic communities and PCBs. 
 

 
Figure 113. Elliot Ditch subwatershed.  
Data used to create this map are detailed in Appendix A. 
 
4.4.1 Soils 
Like the larger Wea Creek subwatershed, soils located on steeply sloped areas or those that 
formed under wetland conditions are prevalent but not dominant within the Elliot Ditch 
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subwatershed (Figure 114). Soils in the Elliot Ditch subwatershed are dominated by those 
that are located on steeply sloped, easily erodible areas or those that formed under wetland 
conditions (Figure 114). Highly erodible soils cover 2 square miles or 10% of the Elliot Ditch 
subwatershed. A majority of these soils are located adjacent to the Kirkpatrick Ditch and 
other headwater tributaries. Potentially highly erodible soils cover 2.5 square miles or 13% 
of the Elliot Ditch subwatershed. These soils cover the entire portion of the City of Lafayette 
located within the Elliot Ditch subwatershed. An additional 4 square miles or 20% of the 
subwatershed are covered by hydric soils. These soils indicate that much of the headwaters 
of Elliot Ditch were historically in wetland land uses with nearly 20% of the subwatershed 
soils developing under wetland conditions. Current estimates indicate that wetlands cover 
approximately 3.5% of the subwatershed suggesting that less than 10% of historic wetlands 
are still present within the Elliot Ditch subwatershed.  
 

 
Figure 114. Properties of soils located in the Elliot Ditch subwatershed. 
Data used to create this map are detailed in Appendix A. 
 
4.4.2 Land Use  
The Elliot Ditch subwatershed is a watershed in transition. Agricultural and urban land uses 
are equally dominant within the Elliot Ditch subwatershed with each accounting for 47% of 
the subwatershed’s land use. Approximately 5% of the subwatershed remains in natural 
land uses while less than 1% of the subwatershed is covered by open water. Based on the 
dominance of urban land uses, the predominance of impervious surfaces and development 
rate are naturally elevated.  
 
Continued development is a concern in the Elliot subwatershed (Figure 115). Three entities 
have subdivisions that have already been platted and partially developed or are slated for 
future development. In total, areas partially developed or slated for development cover 200 
acres or 1.7% of the Elliot Ditch subwatershed. When comparing 1992 land cover data to 
2002 land cover data, approximately 4.25 square miles of agricultural and forested land 
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were developed during that time period. This represents 22% of the Elliot Ditch 
subwatershed a nearly doubling of the urban land uses within the subwatershed. This is the 
highest rate of development within any of the subwatersheds. A majority of the 
development occurred in the northern and western portions of the watershed adjacent to 
Lafayette. Based on this rate of development, it is not surprising that nearly 20% of the 
Elliot Ditch subwatershed is covered by impervious surfaces. Compared to estimates from 
the Center for Watershed Protection (CWP), this is nearly twice the impervious surface 
percentage at which runoff from hardscape is of great concern. If development continues at 
its current rate of 22% every 10 years, impervious coverage could cover the watershed by 
2040.  
 
A large volume of publicly-owned or publicly-accessible lands are present in the Elliot Ditch 
subwatershed (Figure 115). The City of Lafayette, Tippecanoe County, the State of Indiana, 
the federal government, and Ivy Tech State College all own land in the Elliot Ditch 
subwatershed. Additionally, two cemeteries and four churches are located within the 
subwatershed. Commercial owners include Caterpillar, A.E. Staley Manufacturing, Canam 
Steel, Subaru of Indiana, Lafayette Union Railway Company, Simon Property Group, 
Wabash National, and Warehouse of Lafayette. Although many of these large commercial 
properties, especially Subaru, contain publicly accessible, open space these areas are not 
considered publicly-owned or publicly-accessible land. In total, less than 1% (1.1 square 
miles) of the Elliot Ditch subwatershed is open for public use.  
 

 
Figure 115. Land ownership and land development in the Elliot Ditch 
subwatershed. Data used to create this map are detailed in Appendix A. 
 
4.4.3 Point Source Water Quality Issues  
As detailed above, much of the Elliot Ditch subwatershed is already developed; however, 
nearly half the subwatershed is still available for additional development. Much of the 
subwatershed lies within the MS4 boundary as designated by the (pink) line in Figure 116. 
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Two NPDES-permitted facilities are located within the subwatershed. Both facilities 
discharge treated effluent to Elliot Ditch. Neither facility’s reporting records indicate issues 
with contamination or non-compliance. Twenty-five leaking underground storage tanks 
(LUST) are located within the subwatershed many of which occur adjacent to US 52 within 
the City of Lafayette and south of Kirkpatrick Ditch. Twelve industrial waste sites are located 
within the City of Lafayette near the northeastern edge of the watershed.   
 

 
Figure 116. Point and non-point sources of pollution in the Elliot Ditch 
subwatershed. Data used to create this map are detailed in Appendix A. 
 
4.4.4 Non-Point Source Water Quality Issues  
Agricultural land uses dominate the Elliot Ditch subwatershed and a corn-soybean rotation 
predominates in the agricultural land use. Additionally, one hobby farm (horses) and one 
voided confined feeding operation is located within the subwatershed. No livestock have 
access to waterbodies in the Elliot Ditch subwatershed. Streambank erosion and lack of 
stream buffers are a problem in the subwatershed with nearly 4 miles of buffers needed and 
6.9 miles of streambank erosion occurring within the Elliot Ditch subwatershed. As detailed 
above, development pressures are relatively high in the Elliot Ditch subwatershed. These 
pressures are detailed in Figure 116 by the unsewered, dense housing locations and the 
Rule 5 and Rule 6 locations. (Rule 5 denotes properties where more than one acre of land 
was disturbed during the land development or alteration process. Rule 6 projects are those 
locations where individual stormwater permits are held.) These developments are located 
throughout the subwatershed and generally occur west of County Road 500 East. 
 
4.4.5 Water Quality Assessment  
Waterbodies within the Elliot Ditch subwatershed have been sampled at approximately 18 
locations (Figure 117).  Historic assessments include collection of water chemistry data by 
the Tippecanoe County SWCD (5 sites), the IDEM (1 site), the Tippecanoe County Health 
Department (1 site), and via volunteer monitors through the Hoosier Riverwatch program (3 



Region of the Great Bend of the Wabash River Watershed Management Plan 10 May 2011 
 

Wabash River Enhancement Corporation  Page 191 
ARN #305-9-54 

sites). Macroinvertebrate samples have been collected by Hoosier Riverwatch volunteers 
and by the IDEM (1 site), while the fish community has been assessed by Curry and Spacie 
(1 site) and Fisher et al. (1 site). Sixteen sites were sampled as part of the Wabash 
Sampling Blitz and one site is included as part of the current biological and chemistry 
sampling effort funding by this project. A stream gage was installed on Elliot Ditch at Old 
Romney Road as part of this project, while the Tippecanoe County Surveyor’s office 
maintains a second gage on Elliot Ditch near Creasy Lane.  
 

 
Figure 117. Locations of current or historic water quality data collection in the 
Elliot Ditch subwatershed. Data used to create this map are detailed in Appendix A. 
 
Water Chemistry  
Water chemistry data collected from the Elliot Ditch subwatershed suggest several 
parameters of concern including turbidity and E. coli (Figure 118). E. coli concentrations 
exceeded the state standard in a majority of samples collected from Elliot Ditch at the AOK 
Campground with concentrations averaging 575 colonies/100 mL, in Elliot Ditch at Concord 
Road, and in Kirkpatrick Ditch at County Road 150 East. Turbidity concentrations averaged 
50 NTU at the AOK Campground suggesting that Elliot Ditch routinely carries a high 
sediment load. During the Wabash Sampling Blitz, a few sites (3 of 8) along Elliot Ditch 
exceeded the target concentration for orthophosphate; concentrations in Kirkpatrick Ditch 
measured lower than the target concentration.  
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Figure 118. Water quality impairments in the Elliot Ditch subwatershed.  
Data used to create this map are detailed in Appendix A. 
 
Habitat 
Three Purdue field personnel conducted QHEI assessments during the June 2010 fish 
sampling, and the mean of those scores was calculated to determine QHEI scores for the 
study site. Elliot Ditch had a relatively high mean QHEI score of 75. A mean score of 75 
suggests that the habitat is in place for taxa to successfully colonize and inhabit the stream. 
Elliot Ditch had high mean scores for channel (16), substrate (15), and pool/riffle (13).   
 
Fish 
Curry and Spacie (1972) and Fisher et al. (1994) assessed the fish community at one site 
during both assessment periods. Purdue field personnel sampled the fish community on 
multiple occasions in 2009 and 2010.  Sampling methods followed Simon (1991). A fish IBI 
score was calculated for each sampling event.  In 2009, sample collection occurred as 
follows: Sample I - June 10; Sample II – July 22; Sample III – September 15; and Sample 
IV – November 6. The 2010 samples were collected as follows: Sample V – March 22; 
Sample VI – June 21; Sample VII – August 13; and Sample VIII – October 30. The mean 
fish IBI score was 39 which indicates that there is some impairment at the site. IBI scores 
ranged from 36 to 42 all falling in the poor rating range. Elliot Ditch’s IBI score place it in 
the bottom half of all streams sampled. This range of scores was the narrowest of any of the 
fish communities sampled which suggests that the fish community changes little under 
varied conditions. There was a fairly even distribution of the dominate taxa with green 
sunfish (358 individuals), central stonerollers (322), and creek chubs (258).  
 
Macroinvertebrates 
The macroinvertebrate community within Elliot Ditch was sampled twice by the IDEM. 
Sampling occurred once in 1991 and again in 1999 with both sample events occurring at 
State Road 231. The macroinvertebrate community rated as moderately to severely 
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impaired during both assessments score 2.4 and 2.0, respectively. The community was 
dominated by Chironomidae, a tolerant fly species, during the 1991 assessment and by 
Ceratopogonidae and Hydropsychidae, a tolerant midge or sand fly and a relatively-tolerant 
caddisfly species, respectively.  Individual metrics indicate low Hilsenhoff Biotic Index (HBI) 
scores, low diversity, low density, and communities dominated by low quality, tolerant taxa.  
 
Purdue field personnel sampled macroinvertebrates in Elliot Ditch on four occasions in 2009 
and on four occasions in 2010. Mean mIBI and mean HBI scores for Elliot Ditch were 3.8 
and 4.6, respectively. mIBI scores ranged from 2.2 during the June 2009 assessment to 5.0 
during August 2010. mIBI scores suggest a poor macroinvertebrate community present in 
Elliot Ditch as the stream rated in the bottom half of streams sampled. The mean mIBI 
score of 3.8 indicates that the stream is moderately impaired. Baetidae (1061), 
Chironomidae (519), and Hydropsychidae (502) families dominated the Elliot Ditch biotic 
community.  
 
4.4.6 Elliot Ditch Subwatershed Summary 
The Elliot Ditch subwatershed is considered urbanizing. As such it contains a major portion 
of industrial Lafayette with subdivision moving outward from Lafayette to cover much of the 
Elliot Ditch subwatershed. As evidence to its changing land uses, the headwaters of Elliot 
Ditch are largely row crop agriculture while much of the downstream portion of the 
watershed are commercial and residential. Much of the Elliot Ditch subwatershed is covered 
by large, commercially-owned properties. Water quality within Elliot Ditch reflects the 
watersheds conditions. Much of Elliot Ditch is listed on Indiana’s impaired waterbodies list 
for biotic communities and PCBs. Not surprisingly, the macroinvertebrate and fish 
communities observed during this project indicate moderate to severe impairment. Water 
chemistry results indicate high sediment loads and low nutrient concentrations present in 
Elliot Ditch. 
 
4.5 Jordan Creek-Lost Creek-Wabash River Subwatershed 
The Jordan Creek-Lost Creek-Wabash River subwatershed includes a 10-mile segment of 
the Wabash River and nearly 7.5 miles of small, intermittent tributaries (Figure 119). The 
Jordan Creek-Lost Creek subwatershed drains portions of Warren and Tippecanoe counties 
and is comprised of two 12-digit HUC watersheds – Jordan Creek-Wabash River (HUC 
151201080502) and Lost Creek-Wabash River (HUC 051201080503). The Jordan Creek-
Lost Creek subwatershed drains 26,862 acres or 41.9 square miles.  
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Figure 119. Jordan Creek-Lost Creek subwatershed. 
Data used to create this map are detailed in Appendix A. 
 
4.5.1 Soils 
Soils in the Jordan Creek-Lost Creek subwatershed reflect the unique geology found on the 
Wea Plains which occur south of the Wabash River within this subwatershed (Figure 120). 
Soils located on steeply sloped, easily erodible areas border the north edge of the Wabash 
River floodplain and cover much of the Jordan Creek, Bee Run, and unnamed tributary 
drainages. The presence of erodible soils is limited south of the floodplain, as much of this 
area is covered by the Wea Plain – a flat terrace adjacent to the Wabash River. In total, 
highly erodible soils cover 28% of the subwatershed while potentially highly erodible soils 
cover an additional 2% of the subwatershed. An additional, 23% of the watershed is 
covered by soils which formed under wetland conditions. Many of these soils are located 
with headwaters of the intermittent tributaries. Current estimates indicate that wetlands 
cover approximately 4.8% of the subwatershed suggesting that nearly one-fifth of historic 
wetlands are still present within the Jordan Creek-Lost Creek subwatershed.  
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Figure 120. Properties of soils located in the Jordan Creek-Lost Creek 
subwatershed. Data used to create this map are detailed in Appendix A. 
 
4.5.2 Land Use  
Agricultural land uses dominate the Jordan Creek-Lost Creek subwatershed accounting for 
67% of land use. Natural land uses account for 23% of the subwatershed indicating that the 
Jordan Creek-Lost Creek subwatershed contains the highest density of natural land uses in 
any of the subwatersheds. Urban land uses including the western edge of the Purdue 
University campus and adjacent residential development along the edge of the City of West 
Lafayette account for 7% of the subwatershed land use. Open water in the form of farm 
ponds and the Wabash River covers approximately 2% of the Jordan Creek-Lost Creek 
subwatershed.  
 
Although development is occurring at a relatively low rate (3.5% over 10 years), continued 
development is a concern in the Jordan Creek-Lost Creek subwatershed (Figure 121). In 
total, areas slated for development cover 130 acres or less than 0.5% of the Jordan Creek-
Lost Creek subwatershed. When comparing 1992 land cover data to 2002 land cover data, 
approximately 1.5 square miles of agricultural and forested land were developed during that 
time period. This represents 3.5% of the Jordan Creek-Lost Creek watershed and suggests 
that residential and commercial development has doubled in the last 15 years. A majority of 
the development occurred in the eastern portion of the watershed within and adjacent to 
the City of West Lafayette. Despite this increase in development, the Jordan Creek-Lost 
Creek subwatershed remains relatively undeveloped with only 1.2% of the subwatershed 
covered by impervious surfaces. Compared to estimates from the Center for Watershed 
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Protection (CWP), this is a relatively low impervious percentage indicating that runoff from 
hardscape should not be of great concern in the Jordan Creek-Lost Creek subwatershed.  
 
A large volume of publicly-owned or publicly-accessible lands are present in the Jordan 
Creek-Lost Creek subwatershed (Figure 121). The Cities of West Lafayette and Shadeland, 
Tippecanoe County, the State of Indiana, NICHES Land Trust, Purdue University, and 
Purdue Research Foundation all own land in the Jordan Creek-Lost Creek subwatershed. 
Additionally, four cemeteries, five churches, and a variety of large number of large, 
commercial properties are located within the subwatershed. One of these is owned by Eli 
Lilly (now Evonik Industries AG) and includes a large natural area which is generally open to 
the public. In total, approximately 14% (6 square miles) of the Jordan Creek-Lost Creek 
subwatershed are open for public use.  
 

 
Figure 121. Land ownership and land development in the Jordan Creek-Lost Creek 
subwatershed. Data used to create this map are detailed in Appendix A. 
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4.5.3 Point Source Water Quality Issues  
As detailed above, much of the Jordan Creek-Lost Creek subwatershed is in agricultural land 
uses. However, as West Lafayette continues to expand west, the subwatershed will continue 
to urbanize. A portion of the subwatershed lies within the MS4 boundary as designated by 
the (pink) line in Figure 122. As such stormwater issues are of concern in the Jordan Creek-
Lost Creek subwatershed. However, much of the development is as residential land uses 
rather than commercial land uses, no other point source concerns have been identified 
within the Jordan Creek-Lost Creek subwatershed. 
 

 
Figure 122. Point and non-point sources of pollution in the Jordan Creek-Lost 
Creek subwatershed. Data used to create this map are detailed in Appendix A. 
 
4.5.4 Non-Point Source Water Quality Issues  
Agricultural land uses dominate the Jordan Creek-Lost Creek subwatershed and a corn-
soybean rotation predominates in the agricultural land use. However, a number of hobby 
farms and pastures are also located within the Jordan Creek-Lost Creek subwatershed 
(Figure 122). Approximately 570 cattle, llamas, horses, sheep, and goats are located on 
small farms throughout the subwatershed. Livestock have access to nearly 2.5 miles of 
stream within the Lost Creek-Jordan Creek subwatershed. One active and two voided 
confined feeding operations are also present in the subwatershed with the only active CFO 
located south of the Wabash River east of Granville Bridge. Streambank erosion and stream 
buffering are also a concern within the subwatershed. Nearly 12.7 miles of streambank are 
lacking adequate buffers, while 8.5 miles of streambank are eroding. An additional 1,500 
feet (0.3 miles) of waterway would benefit from the installation of grassed waterways. 
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As detailed above, development pressures are relatively high in the Jordan Creek-Lost Creek 
subwatershed. These pressures are detailed in Figure 122 by the unsewered, dense housing 
locations and the Rule 5 and Rule 6 locations. (Rule 5 denotes properties where more than 
one acre of land was disturbed during the land development or alteration process. Rule 6 
projects are those locations where individual stormwater permits are held.) All of these 
development-based, non-point source locations are concentrated within the MS4 boundary 
in eastern portion of the subwatershed east of County Road 400 West. 
 
4.5.5 Water Quality Assessment  
Waterbodies within the Jordan Creek-Lost Creek subwatershed have been sampled at 17 
locations (Figure 123). Historic assessments include collection of water chemistry data by 
the Tippecanoe County SWCD (4 sites), the IDEM (1 site), the Tippecanoe County Health 
Department (2 sites), and via volunteer monitors through the Hoosier Riverwatch program 
(4 sites). Macroinvertebrate samples have been collected by Hoosier Riverwatch volunteers 
and by the IDEM (1 site), while the fish community has been assessed by Curry and Spacie 
(2 sites), Fisher et al. (2 sites), the DNR (1 site), and the IDEM (1 site). Ten sites were 
sampled as part of the Wabash Sampling Blitz and three sites, two biological stations and 
one chemistry station, are included as part of the current biological sampling effort funding 
by this project.  
 

 
Figure 123. Locations of current or historic water quality data collection in the 
Jordan Creek-Lost Creek subwatershed. 
Data used to create this map are detailed in Appendix A. 
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Water Chemistry  
Water chemistry data collected within the Jordan Creek-Lost Creek subwatershed falls into 
one of two categories: a singular sampling event, including the Wabash Sampling Blitz, 
SWCD sampling efforts, or Hoosier Riverwatch sampling, or a long-term monitoring 
program. Water chemistry samples collected on tributaries to the Wabash River within this 
subwatershed have only been sampled once. This limits the conclusions that can be drawn 
based on these data. Nonetheless, sample points suggest the E. coli and orthophosphate 
concentrations exceed the state standard and/or target values. E. coli concentrations 
measured as high as 2,300 colonies/100 mL during a singular sampling event.  
 
The Tippecanoe County Health Department maintains two monitoring stations on the 
Wabash River at Fort Ouiatenon and at Granville Bridge. Sampling occurs weekly during the 
growing season. At both locations, all turbidity measurements recorded within this reach of 
the Wabash River were in excess of 15 NTU with concentrations measuring as high as 120 
NTU. Concentrations averaged 35 NTU at Fort Ouiatenon and 59 NTU at Granville Bridge. E. 
coli concentrations were generally in excess of the state standard measuring as high 967 
colonies/100 mL during base flow conditions.  
 
The IDEM samples water chemistry at Granville Bridge (County Road 700 West) on a 
monthly basis. This site also serves as the downstream sampling location for the current 
project.  
 

 
Figure 124. Water quality impairments in the Jordan Creek-Lost Creek 
subwatershed. Data used to create this map are detailed in Appendix A. 
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Habitat 
The Qualitative Habitat Evaluation Index (QHEI) was used to evaluate habitat at one site by 
the DNR in 1999 at Fort Ouiatenon. As previously detailed, the QHEI scores habitat within a 
reach based on the presence or absence of specific characteristics. Streams with QHEI 
scores greater than 51 are considered to be fully supporting of their aquatic life use 
designation. During DNR’s assessment, the Fort Ouiatenon reach scored a 49 which 
indicates moderate habitat quality. Limited substrate, lack of instream cover and riffles, and 
poor channel development led to low QHEI scores present at this reach during this 
assessment.  
 
Fish 
Ball State University assessed the fish community of the Wabash River within four reaches 
in the Jordan Creek-Lost Creek subwatershed, while Curry and Spacie (1972) and Fisher et 
al. (1994) assessed two sites. BSU data indicate that the fish community in the Wabash 
River rates as fair to good scoring 37-57 using the IBI. Diversity was also good with 14 to 
22 species collected within each sampling event.  
 
Macroinvertebrates 
The macroinvertebrate community within the Wabash River was sampled once by the IDEM 
at Granville Bridge in 1999. The macroinvertebrate community rated as moderately 
impaired scoring 2.8. The community was dominated by Chironomidae, a tolerant fly 
species.  Individual metrics indicate low Hilsenhoff Biotic Index (HBI) scores, low numbers 
of tolerant EPT (Ephemeroptera, Plecoptera, Trichoptera) species, and high densities of 
Chironomidae resulted in poor community metrics.  
 
4.5.6 Jordan Creek-Lost Creek Subwatershed Summary 
The Jordan Creek-Lost Creek subwatershed reflects the geological conditions under which 
this portion of the watershed formed. The Wea Plains covers a majority of this 
subwatershed. As such, alluvial sands cover much of the watershed. Intermittent tributaries 
to the Wabash River drain the Jordan Creek-Lost Creek subwatershed with most water 
entering the Wabash River as groundwater within this subwatershed. Development from the 
southwestern edge of West Lafayette will likely continue to spread west across this 
subwatershed. Agricultural row crops and pastures dominate the Jordan Creek-Lost Creek 
subwatershed. Rating the water quality present in this subwatershed is due to the limited 
water quality measurements that occurred historically within this subwatershed.  
 
4.6 Indian Creek Subwatershed 
Indian Creek drains portions of Tippecanoe County flowing generally southwest from the 
northwest edge of West Lafayette through properties owned by Purdue University before 
combining with the Wabash River at Granville Bridge or County Road 700 West (Figure 
125). The Indian Creek subwatershed includes one 12-digit HUC watershed – Indian Creek 
(051201080501) and drains 18,979 acres or 29.6 square miles. In total, 60.3 miles of 
stream are present within the Indian Creek subwatershed.  
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Figure 125. Indian Creek subwatershed.  
Data used to create this map are detailed in Appendix A. 
 
4.6.1 Soils 
Soils in the Indian Creek subwatershed are dominated by those that are unsuitable for use 
in septic treatment. Nearly 90% of soils in the Indian Creek subwatershed are rated as 
severely limited for use in septic treatment. Additionally, soils located on steeply sloped, 
easily erodible areas prevalent along the length of Indian Creek (Figure 126). Highly 
erodible soils cover 8.5 square miles or 29% of the Indian Creek subwatershed. This is the 
highest percent coverage by HES within any of the subwatersheds. An additional 7.7 square 
miles or 26% of the subwatershed is covered by hydric soils. These soils indicate that much 
of the headwaters of Indian Creek and areas of the watershed north of US 52 were 
historically in wetland land uses. Current estimates indicate that wetlands cover 
approximately 3.5% of the subwatershed suggesting that less than 10% of historic wetlands 
are still present within the Indian Creek subwatershed.  
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Figure 126. Properties of soils located in the Indian Creek subwatershed. 
Data used to create this map are detailed in Appendix A. 
 
4.6.2 Land Use  
Agricultural land uses dominate the Indian Creek subwatershed accounting for 62% of land 
use. Urban land uses including City of West Lafayette account for 14% of the subwatershed 
land use. Forest and wetland land uses account for 22% of the subwatershed, while open 
water in the form of farm ponds covers less than 1% of the Indian Creek subwatershed.  
 
Continued development is a concern in the Indian Creek subwatershed (Figure 127). When 
comparing 1992 land cover data to 2002 land cover data, approximately 1.1 square miles of 
agricultural and forested land were developed during that time period. This represents 8% 
of the Indian Creek watershed and suggests that residential and commercial development 
has doubled in the last 15 years. A majority of the development occurred in the 
southeastern portion of the watershed adjacent to West Lafayette. Despite this increase in 
development, the Indian Creek subwatershed remains relatively undeveloped with only 
3.7% of the subwatershed covered by impervious surfaces. Compared to estimates from the 
Center for Watershed Protection (CWP), this is a relatively low impervious percentage 
indicating that runoff from hardscape should not be of great concern in the Indian Creek 
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subwatershed. However, if development continues at a rate of 8% every 10 years, 
impervious coverage could become an issue.  
 
A large volume of publicly-owned or publicly-accessible lands are present in the Indian 
Creek subwatershed (Figure 127). The City of West Lafayette, Tippecanoe County, the State 
of Indiana, Wabash Township, Purdue University, and Purdue Research Foundation all own 
land in the Indian Creek subwatershed. In total, approximately 5% of the Indian Creek 
subwatershed are open for public use.  
 

 
Figure 127. Land ownership and land development in the Indian Creek 
subwatershed. Data used to create this map are detailed in Appendix A. 

 
4.6.3 Point Source Water Quality Issues  
As detailed above, much of the Indian Creek subwatershed is in agricultural land uses. 
However, as West Lafayette continues to expand, the subwatershed will continue to 
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urbanize. A portion of the subwatershed lies within the MS4 boundary as designated by the 
(pink) line in Figure 128. Nine leaking underground storage tanks (LUST) are located within 
the subwatershed generally occurring near US 52. Six industrial waste sites are located 
within the watershed also occurring within the urban corridor along US 52.  
 

 
Figure 128. Point and non-point sources of pollution in the Indian Creek 
subwatershed. Data used to create this map are detailed in Appendix A. 
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4.6.4 Non-Point Source Water Quality Issues  
Agricultural land uses dominate the Indian Creek subwatershed and a corn-soybean rotation 
predominates in the agricultural land use. Additionally, a number of hobby farms and 
pastures are also located within the Indian Creek subwatershed (Figure 128). Approximately 
265 cattle, llamas, horses, pigs, and goats are located on small farms throughout the 
subwatershed. Livestock have access to nearly 0.6 miles of stream within the Indian Creek 
subwatershed. One confined feeding operation is also present in the subwatershed. 
Additionally, nearly 32.2 miles of streambank would benefit from the installation of buffers, 
while 4.7 miles of streambank are eroding. 
 
As detailed above, development pressures are relatively high in the Indian Creek 
subwatershed. These pressures are detailed in Figure 128 by the unsewered, dense housing 
locations and the Rule 5 and Rule 6 locations. (Rule 5 denotes properties where more than 
one acre of land was disturbed during the land development or alteration process. Rule 6 
projects are those locations where individual stormwater permits are held.) All of these 
development-based, non-point source locations are concentrated within the southeastern 
portion of the watershed and typically occur within the MS4 boundary. 
 
4.6.5 Water Quality Assessment  
Waterbodies within the Indian Creek subwatershed have been sampled at approximately 25 
locations (Figure 129).  Historic assessments include collection of water chemistry data by 
the Tippecanoe County SWCD (5 sites), the Purdue University Little Pine-Indian Watershed 
Pilot Project (8 sites), and via volunteer monitors through the Hoosier Riverwatch program 
(2 sites). The fish community has been assessed by Curry and Spacie (3 sites), Rich (3 
sites), and Fisher et al. (4 sites). Mussel surveys were completed by Myers-Kinzie at four 
sites throughout the subwatershed. Thirteen sites were sampled as part of the Wabash 
Sampling Blitz and one site is included as part of the current biological sampling effort 
funding by this project. No stream gages are currently located in the Indian Creek 
subwatershed; however, a gage operated within the watershed from 1990 through 2002. 
 



Region of the Great Bend of the Wabash River Watershed Management Plan 10 May 2011 
 

Wabash River Enhancement Corporation  Page 206 
ARN #305-9-54 

 
Figure 129. Locations of current or historic water quality data collection in the 
Indian Creek subwatershed. Data used to create this map are detailed in Appendix A. 
 
Water Chemistry  
Limited conclusions can be drawn from the available water chemistry data within the Indian 
Creek subwatershed. Indian Creek was sampled weekly from 1990 through 2002 as part of 
the Little Pine-Indian Watershed Pilot Project. Sites were sampled 34 to 173 times over the 
12-year sampling period. All other water chemistry data collected within the Indian Creek 
subwatershed represent singular grab samples. Based on those data, several parameters 
are suggested to be of concern including nitrate-nitrogen, orthophosphate, total 
phosphorus, total suspended solids, and E. coli (Figure 130). E. coli concentration exceeded 
the state standard in Marshall Ditch and in Indian Creek at Jackson Highway with 
concentrations exceeding 2,420 colonies/100 mL. Nitrate-nitrogen concentrations exceeded 
the target concentration in Goose Creek at County Road 650 West and at State Road 26, in 
Indian Creek at County Road 500 North, Klondike Road, County Road 400 West, Jackson 
Highway, State Road 26, Martell Forest, and County Road 600 North, and in an unnamed 
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tributary to Indian Creek at County Road 750 West. Orthophosphate concentrations also 
measured in excess of the target concentration in Goose Creek at US 52 and at County 
Road 350 North. Total suspended solids concentrations exceeded the target concentration in 
Indian Creek at County Road 500 North, at Klondike Road, at County Road 400 West, at 
Jackson Highway, at State Road 26, at Martell Forest, and at County Road 600 North and in 
Goose Creek at State Road 26. 
 

 
Figure 130. Water quality impairments in the Indian Creek subwatershed.  
Data used to create this map are detailed in Appendix A. 
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Habitat 
The Qualitative Habitat Evaluation Index (QHEI) was used to evaluate habitat at six sites 
during two assessments. Myers-Kinzie completed four assessments of habitat using the 
QHEI within the Indian Creek subwatershed, while Rich assessed habitat using the QHEI at 
three sites while assessing fish communities in Indian Creek. Purdue University assessed 
habitat once during the current water quality sampling program. Myers-Kinzie assessed 
habitat in 1994, while Rich completed his assessment in 1999. All assessments occurred 
along the mainstem of Indian Creek with data suggesting an improvement in habitat quality 
from 1994 to 1999. All four 1994 assessments scored 50 or fewer points. Sites generally 
lacked instream cover, riparian quality, and pool-riffle complex development. These scores 
indicate that habitat in Indian Creek at County Road 400 West, at County Road 600 North, 
at the Goose Creek confluence, and at Division Road did not meet its aquatic life use 
designation. Habitat assessment at County Road 600 North in 1999 suggests a modest 
improvement in habitat quality. Additionally, downstream reaches of Indian Creek rated 
high quality habitat in 1999 with sites scoring 80 and 84 points respectively at the mouth of 
Indian Creek at and State Road 26.  
 
Three Purdue field personnel conducted QHEI assessments during the June 2010 fish 
sampling event, and the mean of those scores was calculated to assign a QHEI score for the 
survey site. Indian Creek at Martell Forest had the highest mean QHEI score among all the 
streams assessed in 2010. The mean QHEI score was 76 with substrate (16), cover (15), 
and channel (16) among the highest scoring categories. 
 
Fish 
Curry and Spacie (1972) and Fisher et al. (1994) assessed the fish community at three and 
four sites, respectively. Purdue field personnel sampled the fish community on multiple 
occasions in 2009 and 2010.  Sampling methods followed Simon (1991). A fish IBI score 
was calculated for each sampling event.  In 2009, sample collection occurred as follows: 
Sample I - June 10; Sample II – July 20; Sample III – September 16; and Sample IV – 
November 6. The 2010 samples were collected as follows: Sample V – March 19; Sample VI 
– June 21; Sample VII – August 11; and Sample VIII – October 31. The mean IBI score for 
Indian Creek at Martell Forest was 45 and this was among the highest scores for all the 
2009-2010 samples. The fish samples at this site were primarily composed of central 
stonerollers (1562), mottled sculpin (1269) western blacknose dace (1030), and creek chub 
(585).   
 
Macroinvertebrates 
Indian Creek at Martell Forest was sampled four times in 2009 and four times in 2010. Mean 
mIBI and mean HBI scores for Indian Creek at Martell Forest were 4.2 and 5.2, respectively. 
mIBI scores ranged from 3.4 during the June 2009 assessment to 5.0 during the September 
2010 assessment. The site is slightly impaired with Chironomidae (3766 total individuals), 
Hydropsychidae (1486), Baetidae (701), and Simuliidae (671) dominating the 
macroinvertebrate community. 
 
Mussels  
Myers-Kinzie assessed the mussel community at four locations with the Indian Creek 
subwatershed. During the surveys, no species were identified in any form.  
 
4.6.6 Indian Creek Subwatershed Summary 
The Indian Creek subwatershed shows symptoms of increased development and future 
development pressures indicate that these issues will become more pronounced over time. 
The headwaters of Indian Creek include the western edge of West Lafayette including 
portions of Purdue University’s campus. Subdivisions developed outside of the sewer lines, 
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recent development, and agricultural pressures in the northern portion of the watershed 
likely affect water quality conditions in Indian Creek. As observed in other subwatersheds, 
Indian Creek contains relatively flat headwaters with increasing gradients and soil erodibility 
occurring as water moves south toward the Wabash River. Relatively large portions of the 
subwatershed are also publicly owned, presenting both unique opportunities to address 
water quality concerns with relatively few entities and unique issues associated with 
addressing these issues. Due to its proximity to Purdue University, Indian Creek has been 
well studied for years. Water quality data indicate relatively high quality habitat, fish 
communities, and macroinvertebrate communities with few observations of water chemistry 
in excess of target concentrations.  
 
4.7 Flint Creek Subwatershed 
Flint Creek is the only western flowing tributary to the Wabash River draining portions of 
Warren and Tippecanoe counties. The Flint Creek subwatershed forms the southwestern 
edge of the Region of the Great Bend of the Wabash River watershed (Figure 131). The Flint 
Creek watershed includes two 12-digit HUC watersheds – Flint Run-Flint Creek (HUC 
051201080504) and Flint Creek-Wabash River (HUC 051201080507) and drains 29,232 
acres or 45.6 square miles. In total, 86 miles of stream are present within the Flint Creek 
subwatershed. Of these, approximately 5.2 miles are considered impaired dissolved oxygen 
and nutrients. 
 

 
Figure 131. Flint Creek subwatershed.  
Data used to create this map are detailed in Appendix A. 
 
4.7.1 Soils 
Soils in the Flint Creek subwatershed are dominated by those that are not suited for use in 
treating septic tank effluent. Additionally soils located on steeply sloped, easily erodible 
areas or highly erodible soils cover 8.5 square miles or 18.6% of the Flint Creek 
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subwatershed (Figure 132). Potentially highly erodible soils cover 1 square mile or 2.3% of 
the Flint Creek subwatershed. HES and PHES combined cover the lowest percentage of any 
subwatershed within the Region of the Great Bend of the Wabash River watershed. A 
majority of these easily erodible soils are located adjacent to the mainstem of Flint Creek 
and along Flint Run. An additional 15.1 square miles or 33% of the subwatershed are 
covered by hydric soils. These soils indicate that much of the headwaters of Flint Creek were 
historically in wetland land uses. Current estimates indicate that wetlands cover 
approximately 2.95% of the subwatershed suggesting that less than 10% of historic 
wetlands are still present within the Flint Creek subwatershed.  
 

 
Figure 132. Properties of soils located in the Flint Creek subwatershed. 
Data used to create this map are detailed in Appendix A. 
 
4.7.2 Land Use  
Agricultural land uses dominate the Flint Creek subwatershed accounting for 80% of land 
use. Urban land uses including the Town of West Point and along the State Road 25 corridor 
account for 5% of the subwatershed land use. Forest and wetland land uses account for 
14% of the subwatershed, while open water in the form of farm ponds covers less than 1% 
of the Flint Creek subwatershed.  
 
Continued development is not a concern in the Flint Creek subwatershed. When comparing 
1992 land cover data to 2002 land cover data, approximately 0.4 square miles of 
agricultural and forested land were developed during that time period. This represents 0.8% 
of the Flint Creek watershed – the lowest development rate of any of the subwatersheds. 
Overall, Flint Creek’s subwatershed remains relatively undeveloped with only 0.4% of the 
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subwatershed covered by impervious surfaces. Compared to estimates from the Center for 
Watershed Protection (CWP), this is a very low impervious percentage indicating that runoff 
from hardscape should not be of great concern in the Flint Creek subwatershed.  
 
4.7.3 Point Source Water Quality Issues  
As detailed above, much of the Flint Creek subwatershed is in agricultural land uses. Despite 
the low urban development, a few point sources are still present within the subwatershed. 
These include one leaking underground storage tank and one open dump site.  The tank is 
located within West Point while the open dump occurs on an unnamed tributary to the 
Wabash River in Warren County.  
 

 
Figure 133. Point and non-point sources of pollution and land ownership in the 
Flint Creek subwatershed. Data used to create this map are detailed in Appendix A. 
 
4.7.4 Non-Point Source Water Quality Issues  
Agricultural land uses dominate the Flint Creek subwatershed and a corn-soybean rotation 
predominates in the agricultural land use. Additionally, nearly 80 hobby farms are also 
located within the Flint Creek subwatershed (Figure 133). Approximately 675 cattle, llamas, 
horses, sheep, and goats are located on small farms throughout the subwatershed. 
Livestock have access to nearly 3 miles of stream within the Flint Creek watershed. Nine 
confined feeding operations are also present in the subwatershed with the six active, two 
voided, and one unpermitted CFOs are located throughout the subwatershed. Additionally, 
approximately 47.4 miles of streambank would benefit from buffer installation, while 4.2 
miles of streambank require stabilization. An additional 1.9 miles of waterway would benefit 
from the installation of grassed waterways. 
 
As detailed above, development pressures are low in the Flint Creek subwatershed. 
However, modest development has occurred with two Rule 5 and one Rule 6 permitted 
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areas within the Flint Creek subwatershed. These pressures are detailed in Figure 133 the 
Rule 5 and Rule 6 locations. (Rule 5 denotes properties where more than one acre of land 
was disturbed during the land development or alteration process. Rule 6 projects are those 
locations where individual stormwater permits are held.) All of these development-based, 
non-point source locations are concentrated along the State Road 25 corridor. 
 
4.7.5 Water Quality Assessment  
Waterbodies within the Flint Creek subwatershed have been sampled at approximately 20 
locations (Figure 134).  Historic assessments include collection of water chemistry data by 
the Tippecanoe County SWCD (3 sites), the IDEM (11 sites), and via volunteer monitors 
through the Hoosier Riverwatch program (11 sites). The fish community has been assessed 
by Curry and Spacie (2 sites), Fisher et al. (3 sites), and the IDEM (1 site). Mussel surveys 
were completed by Myers-Kinzie at three sites throughout the subwatershed. Eight sites 
were sampled as part of the Wabash Sampling Blitz and one site is included as part of the 
current biological sampling effort funding by this project. No stream gages are located in the 
Flint Creek subwatershed. 
 

 
Figure 134. Locations of current or historic water quality data collection in the 
Flint Creek subwatershed. Data used to create this map are detailed in Appendix A. 
 
Water Chemistry  
Water chemistry data collected from the Flint Creek subwatershed suggest several 
parameters of concern including: orthophosphate and total phosphorus, turbidity and 
suspended solids, dissolved oxygen, and E. coli (Figure 135). Total phosphorus 
concentrations were elevated in Flint Creek at Sleeper Road, County Road 700 West, County 
Road 660 South, County Road 600 West, and County Road 500 West and in Flint Run at 
County Road 700 South. E. coli concentrations in excess of the state standard occurred 




